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AGGRADATION AND DEGRADATION OF ALLUVIAL SAND DEPOSITS,
1965 TO 1986, COLORADO RIVER, GRAND CANYON NATIONAL PARK,
ARIZONA

By JonN C. ScHMIDT and JuLia B. GRAF

ABSTRACT

Alluvial sand deposits along the Colorado River in Grand Canyon
National Park are used as campsites and are substrate for vegetation.
The largest and most numerous of these deposits are formed in zones of
recirculating current that are created downstream from where the
channel is constricted by debris fans at tributary mouths. Alluvial sand
deposits are classified by location and form. Separation and reattach-
ment deposits are downstream from constrictions within recireulation
zones. Separation deposits are near the point of flow separation and
typically mantle large debris fans. Reattachment deposits are near the
point of flow reattachment and project upstream beneath much of the
zone of recirculating current. Upper-pool deposits are upstream from a
constriction and are associated with backwaters. Channel-margin
deposits line the channel and have the form of terraces. Some are
created in small recirculation zones.

Reattachment and channel-margin deposits are largest and most
numerous in wide reaches, although small channel-margin deposits are
used as campsites in the narrow Muav Gorge. Separation deposits are
more uniformly distributed throughout Grand Canyon National Park
than are other types of deposits. In some narrow reaches where the
number of alluvial sand deposits used as campsites is small, separation
deposits are a high percentage of the total.

During high flows, both separation and reattachment deposits are
initially scoured but are subsequently redeposited during flow reces-
sion. Sand is also exchanged between the main channel and recirculation
zones. The rate of recession of high flows can affect the elevation of
alluvial deposits that are left exposed after a flood has passed.
Fluctuating flows that follow a period of steady discharge cause initial
erosion of separation and reattachment deposits. A part of this eroded
sand is transported to the main channel. Therefore, sand is exchanged
between the main channel and recirculation zones and redistributed
within recirculation zones over a broad range of discharges.

Comparison of aerial photographs and reinterpretation of published
data concerning changes of alluvial sand deposits following recession of
high flows in 1983 and 1984 indicate that sand was eroded from
recirculation zones in narrow reaches. In wide reaches, however,
aggradation in recirculation zones may have occurred. In narrow
reaches, the decrease of reattachment deposits was greater than that of
separation deposits. In all reaches, the percentage of separation
deposits that maintained a constant area was greater than for other
deposits. Separation deposits, therefore, appear to be the most stable
of the deposit types.

Fluctuating flows between October 1985 and January 1986, which
followed the higher and steadier flows of 1983 to 1985, caused erosion
throughout the park. For separation deposits, erosion was greatest at
those sites where deposition from the 1983 high flows had been
greatest. The existing pattern of low campsite availability in narrow
reaches and high campsite availability in wide reaches was thus
accentuated by the sequence of flows between 1983 and 1985.

INTRODUCTION

BACKGROUND

Alluvial sand deposits are used as campsites by back-
packers and by about 15,000 persons who float the
Colorado River in boats or rafts through Grand Canyon
National Park each year. Sand deposits also are sub-
strate for riparian vegetation. Flow in the Colorado
River through Grand Canyon National Park has been
regulated by Glen Canyon Dam since its completion in
1963 (fig. 1). From 1963 to 1982, regulation greatly
decreased the range of discharges that occurred in any
given year but greatly increased the range that occurred
in a given day.

The mean annual peak discharge of the Colorado River
before flow regulation (1921-62) was 93,400 ft%/s (cubic
feet per second); this decreased to about 29,200 ft*/s after
regulation (1963-82). For most of 1965 through 1982, flow
was regulated in direct response to electrical power
demand. During a typical 24-hour period, the discharge
range was large because power demand is high during
daylight hours and low at night (fig. 2). Although flow
through the powerplant at the dam could range from
1,000 to 31,500 ft%/s, discharge rarely varied over this
entire range in a given day. A daily discharge range of
10,000 to 20,000 ft?/s was typical of the period. Unusually
large releases of water that bypass the powerplant using
river outlet works or both outlet works and spillways
occurred in 1983, 1984, and 1985. In 1983, peak discharge
at Lees Ferry (station 09380000, Colorado River at Lees
Ferry, fig. 1) was 97,300 ft%/s. In 1984 and 1985, peak
discharges at Lees Ferry were 58,200 and 47,900 ft/s,
respectively.

Before construction of Glen Canyon Dam, the Colorado
River carried a large suspended-sediment load through
Grand Canyon National Park. All the sediment from the
drainage area above the dam is now trapped in Lake
Powell formed behind Glen Canyon Dam. Suspended-
sediment samples collected at the gaging station at Lees
Ferry between 1928 and 1959 commonly had concentra-
tions that exceeded 10,000 ppm (parts per million). In
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contrast, samples collected since dam construction typi-
cally have concentrations less than 200 ppm.

Concern was first raised in the mid-1970’s that the
combination of large daily discharge ranges typical of
regulated flow and the loss of sediment supplied from
areas upstream from the dam would cause a decrease in
the size and number of alluvial sand deposits within the
park. Laursen and others (1976) estimated both the
capacity of the regulated river to transport sand and the
amount of sediment supplied by tributaries below the
dam. They predicted that sand deposits would eventually
be depleted because transport capacity exceeded supply
under regulated flow. Although Dolan and others (1974)
suggested that widespread degradation of sand deposits
might result from operations of the dam, Howard and
Dolan (1981) found that sand deposits had “suffered only
a very slight erosion.” Howard and Dolan (1981) esti-

mated that alluvial sand deposits had reached equilibrium
by the late 1970’s, and they predicted little net change in
the future. They stated, however, that erosion might
occur if the characteristic pattern of dam releases of the
1970’s were changed.

On the basis of an inventory made after the high
releases in 1983, Brian and Thomas (1984) concluded that
a net loss of sand deposits large enough for use as
campsites had taken place in the first 173 mi below Lees
Ferry. They also concluded that a net increase in the
same type of sand deposits had taken place farther
downstream. Beus and others (1985) evaluated the his-
tory of change of 20 major sand deposits between 1974
and 1984 by repeating topographic surveys first begun by
Howard (1975). Beus and others (1985) concluded, “a
substantial net gain of sand [due to high flows in 1983]
* * *more than compensated for the previous 8-yearloss.”
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PURPOSE AND SCOPE

The present study of alluvial sand deposits along the
Colorado River began in 1984 in cooperation with the
U.S. Bureau of Reclamation as one phase of a compre-
hensive investigation of the effects of flow regulation on
sediment transport in Grand Canyon National Park. The
investigation was initiated in response to a U.S. Bureau
of Reclamation proposal to increase peak powerplant
discharges from 31,500 to 33,100 ft%/s. High discharges
between 1983 and 1985 also provided an opportunity to
investigate the effects of discharges that exceed power-
plant capacity. Other phases of the overall study include:

1. Collection and analysis of flow and sediment-trans-
port data at gaging stations (Graf, 1986; Pemberton
and Randle, 1986);

2. Analysis of historical data from gaging stations

(Burkham, 1986);

Mapping of channel-bed materials (Wilson, 1986);

Development and application of a sediment-transport

model in the main channel (Orvis and Randle, 1986;

Randle and Pemberton, 1987); and

5. Evaluation of sediment contributions from ungaged
tributaries by debris flows (Webb and others, 1987).

W

The results of this study will be integrated with results
of other phases to determine the effect of flow regulation
on sediment transport and storage in the Colorado River
in Grand Canyon National Park.

The study involved the evaluation of existing data and
the collection of new data. Existing data consist mainly of
aerial and ground photography (Laursen and Silverston,
1976; National Park Service, unpublished 1975 photo-
graphs on file at Grand Canyon National Park; Turner
and Karpiscak, 1980) and topographic surveys of deposits
begun in 1974 (Howard, 1975; Beus and others, 1985;
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FIGURE 2.—Instantaneous discharge at Lees Ferry gage, January
8-11, 1986, typical of fluctuating flows between 1965 and 1982.

Ferrari, 1987). Data for this study were collected from
May 1984 to February 1986. These data included meas-
urements of flow velocity, scour-and-fill of sand deposits,
topographic and bathymetric surveys, mapping surface-
flow patterns, water-surface slope surveys, sedimento-
logical analysis of some sand deposits, and replication of
photographs.

The study area extends from the gaging station (Col-
orado River at Lees Ferry) at river mile 0 to the gaging
station (station 09404200, Colorado River above Diamond
Creek, at Peach Springs) at river mile 225 (fig. 1). Most
of the fieldwork was done on raft trips beginning at Lees
Ferry and ending at either Diamond Creek (river mile
225) or on Lake Mead (river mile 280). A helicopter was
used to reach some sites on December 7 and 8, 1985, and
on January 8 and 13, 1986.

Forty-one study sites were selected as a representa-
tive sample of different types of alluvial sand deposits
used as campsites in most major reaches of the Colorado
River corridor. The 41 sites and the types of data
collected at them are summarized in table 1. The results
of topographic and bathymetric surveys at 21 of these
sites, referred to as detailed study sites, are discussed in
this report.

Bathymetric surveys were limited to reaches where a
raft could be safely maneuvered and instruments could
receive signals. In spite of the limitations, bathymetric
surveys permitted mapping of large areas not otherwise
accessible. Topographic surveying was limited to areas of
safe wading; however, at low stages, large areas at some
study sites could be mapped. Surface-current patterns
and shorelines were mapped at two or more discharges.
Surface velocities were estimated by timing floating
objects and by using current meters. Bathymetric sur-
veys were made at discharges between about 15,000 and
25,000 ft¥/s (table 1). Other observations and surveys
Wgre made at discharges between about 3,000 and 45,000
ft°/s.

The purpose of this report is (1) to present a classifi-
cation of alluvial sand deposits in the Colorado River, (2)
to describe significant characteristics of these deposits,
(3) to describe changes in these deposits between June
1983 and January 1986, and (4) to relate these changes to
those occurring since completion of the dam. The classi-
fication of alluvial sand deposits and identification of 11
reaches within Grand Canyon National Park are pre-
sented to provide a framework within which to evaluate
changes in deposits. Description of the characteristics of
alluvial sand deposits is included to substantiate the
classification and to provide a basis for understanding
change in spatial distribution of sand. Changes in alluvial
deposits were identified by topographic and bathymetric
surveys between April 1985 and January 1986 and by
analysis of aerial photographs.
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TERMINOLOGY

Flow separation and associated secondary circulations
are characteristic hydraulic conditions in the Grand
Canyon that determine sand-deposit location and extent
of change. The phenomenon of flow separation at abrupt
channel expansions or contractions is described in basic
fluid mechanics texts. When flow separation occurs, the
main downstream current becomes separated from the
channel banks, and areas of recirculating flow exist
between the downstream current and the banks (fig. 3).
These recirculation zones are composed of one or more
eddies, a term denoting “any rotating fluid motion which
possesses continuity so long as the flow pattern which
creates it continues to prevail” (Matthes, 1947). Eddies,
as discussed in this report, have a vertical or nearly
vertical axis of rotation. Typically, a recirculation zone
has a primary eddy and may have a secondary eddy.
That portion of the primary eddy where flow is directed
upstream and toward the main downstream current is
referred to as the primary-eddy return current. The bed
of the recirculation zone excavated by this current is
termed the primary-eddy return-current channel.
Other portions of recirculation zones are not organized
into a rotation. Currents in these low-velocity areas may
have a preferential direction, may oscillate in several
directions, or may be virtually stagnant.

The point at which downstream-directed flow becomes
detached from the channel banks is called the separation
point (fig. 3A). The point at which downstream-directed
flow is again adjacent to the banks is called the reattach-
ment point. The separation point is the most upstream
point and the reattachment point the most downstream
point of the recirculation zone. On the Colorado River,
these points are actually zones, 5-20 ft wide, within
which the separation or reattachment point may migrate.

A plane and its surface expression, the separation
surface, divides the main downstream-directed flow
from the recireulation zone.

Two types of alluvial sand deposits within recirculation
zones are highest in elevation and are of most interest to
whitewater boaters and campers. Separation deposits
mantle the downstream part of debris fans and are
located near the separation point. Reattachment depos-
its are located at the downstream end of recirculation
zones, project upstream into the center of the zones, and
are near the reattachment point (fig. 3B). At places, the
surface of separation and reattachment deposits merge
and the deposits cannot be distinguished solely on the
basis of location, although they each have distinctive
sedimentary characteristics. At other places, one or the
other may not be found in a particular recirculation zone.

Alluvial sand deposits are also typically located up-
stream from constrictions. At least the lower part of
many of these upper-pool deposits is a reattachment
deposit associated with small recirculation zones. The
higher parts of these same deposits, however, resemble
terraces. Where the origin of alluvial deposits could not
be determined on the basis of planimetric shape or
location, they are called channel-margin deposits.
Point-bar deposits, which are characteristic of alluvial
meandering rivers, are uncommon in the park and are not
discussed.

Abrupt changes in flow area cause flow separation. In
the Grand Canyon, the channel is typically more narrow
and shallow around obstructing debris fans, and this
short reach is called the constriction. Downstream from
the debris fan, a short reach is wider than the average
channel width and is called the expansion. Downstream
from the expansion, the channel typically resumes the
dimensions characteristie of the reach upstream from the
constriction. The separation point typically is located
near the transition from constriction to expansion. Re-
circulation zones occur in the expansion.

The ratio of channel width at the constriction to
average width of the upstream channel is termed the
constriction ratio. The ratio of channel width at the
expansion to channel width at the constriction is termed
the expansion ratio. The term elevation used in this
report refers to the distance above or below either an
arbitrary local datum or sea level.

METHODS OF ANALYSIS

Between April 1985 and February 1986, sand-deposit
change was measured by repeated topographic and
bathymetric surveys. These surveys, as well as photo-
graphs taken between April and February, were com-
pared with similar types of data collected between 1965
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and 1984 in order to measure change over longer time
periods. Reference marks established by Howard (1975),
Laursen and Silverston (1976), or Ferrari (1987) were
used. At new study sites, networks of reference marks
were established.

A theodolite distance meter and standard techniques
were used for most topographic surveys. About 25
percent of the topographic surveys were made using a
hand level and tape. Surveys were made along profile
lines, and topographic maps of most sites were made.

Resurveys of reference-mark networks generally dif-
fered by less than 0.10 ft from survey to survey.
Surveying data were initially plotted in plan view to
ensure that repeated surveys matched. Where they did
not match, surveying data were adjusted for differences
in position on the basis of surveying data of surrounding
topography. This technique resulted in accurate depic-
tion of topographic change along specific profile lines.
Differences in elevation exceeding 0.25 ft are considered
to be significant in this study.

Bathymetric surveys were made from a raft about 35 ft
long by using a recording echo-depth sounder and a local
microwave positioning system. The positioning system
consisted of two remote units mounted on tripods on
shore, a master unit mounted on a mast on the raft, and
the electronics that control their operation. The distance
between the master and each remote is determined by
the traveltime of microwaves. The position of the re-
motes in the local coordinate system was determined by
their location in relation to fixed reference marks, and the
position of the raft at any time was computed from the
known distances between the master unit and each
remote. Data from the positioning system and the depth
sounder were recorded along with time on a data logger
as the raft moved about the study area. The time interval
for recording could be changed but generally was 2
seconds. Depths were converted to elevation by refer-
ence to elevation of the water surface during the survey.
Maps of the data were plotted and contours were drawn
by use of a computer-contouring system.

Precision of the recording echo-depth sounder used is
0.1 ft, and accuracy is 0.5 percent of the measured depth
or about 0.25 ft at a depth of 50 ft. Although maximum
depth was 70 to 80 ft at a few study sites, maximum depth
was less than 50 ft at most sites. Water-surface elevation
during each survey was monitored either by a temporary
recording-stage gage or by periodic reading of a staff
gage on shore. Water-surface elevation changed with
time during surveys and at a given time was different in
different parts of the surveyed area. Change with time
was caused primarily by discharge fluctuations or surface
waves. During the bathymetric survey, the edge of water
was mapped using standard surveying techniques. Depth
changes in excess of 0.5 ft are considered significant.

Spurious depths were recorded when air entrained in
the water column caused the signal to reflect within the
water column rather than off the channel bottom. Spuri-
ous numbers in the data set, which were identified by
comparing the stored numbers with depths recorded
graphically, generally showed shallower depths than
preceding or following measurements. In some places,
entrained air severely limited the area that could be
surveyed, especially downstream from rapids.

Uncertainty of the distance measurement by each
microwave unit is about 8 ft. Uncertainty of the raft
position computed from the two distances depends
mainly on the uncertainty of the distance measurement
and on the relative positions of the master and remote
units. Highest position accuracy (about 4.3 ft) is obtained
when the master and remotes form a 90° angle. The
accuracy decreases as the angle increases or decreases
from 90° and is about 11.7 ft at angles of 30° and 150°.
Remotes were located near the center of the recirculation
zone or channel in such a way as to maintain aline of sight
and to give as close to a 90° angle as possible over the
survey area. The uncertainty of position ranges from the
minimum of about 4.3 ft to about 20 ft.

Data points from the positioning system were used to
generate a grid of equally spaced values that were in turn
used in graphical fitting of contours for computer plot-
ting. Error of the grid was determined by computing the
elevation at data locations by linear interpolation from
the values at the grid nodes and comparing the calculated
value with the measured value. The method of grid
generation was selected to minimize interpolation error
while maintaining a reasonable amount of smoothing of
the data. Uncertainty in the position of contours also
depended on the spatial distribution of data points.
Where data points were sparse, contour position was
extremely uncertain even though the interpolation error
was low.

The resulting uncertainty in the bathymetric maps is
the sum of errors in microwave system location, com-
puter contouring, and data-point density. The most
significant of these is the uncertainty in raft position
caused by poor geometry of the master and remote units
and sparse distribution of data points. Although no
quantitative measure of the map uncertainty was devel-
oped, a qualitative judgment was made for each map, and
areas judged to have uncertainty too great for meaning-
ful analysis were omitted.

Analysis of sand-deposit change at 13 detailed-study
sites since 1965 relied mainly on photographic compari-
sons. Aerial photography is available for 1965 (U.S.
Geological Survey, scale about 1:15,000), 1973 (U.S.
Geological Survey, scale about 1:7,200), and 1984 (U.S.
Bureau of Reclamation, scale about 1:3,000). Daily mean
discharge ranged from 23,100 to 41,200 ft%s during the
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photographic survey of 1965, from 5,930 to 12,100 ft*/s
during the survey of 1973, and from 5,220 to 5,810 ft*/s
during the survey of 1984. Topographic changes at study
sites were determined by measuring the area of exposed
sand above the stage corresponding to a discharge of
about 25,000 ft3/s. The area of exposed sand was directly
measured in the photographs of 1965 for study sites
where discharge was about 25,000 ft*/s. Estimates of the
shoreline corresponding to a discharge of about 25,000
ft*/s, however, had to be made for the 1973 photography.
The upper limit of unvegetated sand on the photographs
of 1973 was determined to be associated with a stage of
approximately 25,000 ft*s by comparing topographic
surveys and stage-discharge relations at Eighteen Mile
Wash and opposite Nineteen Mile Canyon. Below this
stage, sand was swept clean by daily fluctuations. The
location of the shoreline at discharges of approximately
25,000 ft3/s was mapped in the field in August 1985 and
drawn on 1984 photographs. A zoom transfer scope was
used to adjust for differing scales of each aerial photo-
graph survey. A planimeter was used to measure areas
for different years, and differences in area of more than
10 percent were considered significant.

Measurements of exposed sand deposits at a discharge
of about 6,000 ft*/s were also made for 1973 and 1984 at
about 180 sites. Measurements were made directly on
aerial photographs. Accuracy of comparisons of exposed
sand area is limited by the different scales of different
aerial photographs as well as by the changing scale of
each particular year’s flight. For example, the ratio of
scale difference between a unit area on the 1973 and 1984
photographs varied between 5.0 and 7.7, depending on
location. In order to compensate for the errors resulting
from varying scale, scale ratios were measured at about
1-mile intervals. Areas of deposits in 1973 were esti-
mated by multiplying the area measured on the aerial
photographs by the scale ratio so that comparison could
be made with areas measured on the 1984 photographs.
Areas in 1973 were estimated to be within a range
determined by the highest and lowest scale ratios within
about 10 mi of the measured site. Areas on 1984 aerial
photographs were considered to be accurate to *10
percent. Significant change was considered to have
occurred if the estimated 1973 area was entirely beyond
the range of the 1984 area estimate.

An inventory of the presence or absence of different
types of alluvial sand deposits in 399 recirculation zones
was also conducted between river miles 0 and 118 using
1973 and 1984 photography. Criteria used in this inven-
tory are described in the section entitled “Changes in
alluvial sand deposits, 1973-84.”

Other methods used to interpret or document topo-
graphic changes or hydraulic conditions included scour
chains, sedimentologic descriptions, water-surface slope

surveys, and mapping of surface currents. Chains 2 ft
long and having links of about 0.1 ft were inserted
vertically into sand deposits along lines that were
roughly perpendicular to shore. A metal detector was
used to recover the chains; recovery was about 90
percent. Trenches were dug into sand deposits to reveal
sedimentary structures. The size of trenches was limited
by the time and equipment available. The largest trench
was 80 ft long and 4 ft deep at Fern Glen Rapid.

Surveys of water-surface slope were obtained by
measuring the water-surface elevation at the edge of
water. A staff gage was installed before each measure-
ment, and observed fluctuations in stage were recorded.
All surveyed points were located on aerial photographs
along with the survey time. The water-surface survey
was adjusted to compensate for measured stage changes.
In order to decrease the length of time of the survey and
therefore the stage changes during the survey, two rod
persons usually were used.

The direction of surface currents and location of
shorelines were observed from the shore and mapped on
aerial photographs. Uncertainty in position of features
near the center of the channel is estimated to be about 5
percent of local river width. Noted features such as the
location of separation and reattachment points along the
shoreline are accurate to within 10 ft.

BACKGROUND

PHYSICAL AND HYDRAULIC CHARACTERISTICS OF THE
CHANNEL

The Colorado River channel is in bedrock or bordered
by large talus blocks for most of the 225 mi from Lees
Ferry to Diamond Creek. Geomorphic characteristics of
the river channel are controlied by bedrock type and
structure (Dolan and others, 1978). Channel width and
depth, presence of midchannel gravel bars, and the
distribution of tributary debris fans are all related to the
bedrock geology (Howard and Dolan, 1981).

Eleven reaches of the Colorado River were defined on
the basis of type of bedrock exposed at river level,
average channel top width, average channel width-
to-depth ratio, reach slope, and relation to major tribu-
taries (table 2; fig. 4). The narrow reaches are Upper
Granite Gorge, Aisles, Middle Granite Gorge, Muav
Gorge, Supai Gorge, Redwall Gorge, and Lower Granite
Gorge. The wide reaches are the Permian Section, Lower
Marble Canyon, Furnace Flats, and Lower Canyon.

The elevation of the river decreases about 1,780 ft
between Lees Ferry and Diamond Creek. The descent
takes place primarily in short steep reaches, many of
which are the famous rapids of the Grand Canyon. In the
first 150 mi downstream from Lees Ferry, 50 percent of
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the total decrease in elevation takes place in only about 9
percent of the distance (Leopold, 1969). Although the
average gradient between Lees Ferry and Diamond
Creek is 0.0015, the gradient of many short reaches
exceeds 0.01.

Water-surface slope is low in reaches between rapids,
and many reaches have a gradient of less than 0.0005

(Birdseye, 1923). Water-surface slope flattens in pools
upstream from most major rapids, and mean velocity
commonly is less than 3 ft/s. A deep scour hole is present
immediately below most rapids (Leopold, 1969; Howard
and Dolan, 1981; Wilson, 1986).

Rapids are commonly located where the channel has
been constricted by alluvial fans formed by debris-flow
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deposits at the mouths of short, steep tributaries (fig. 3).
Debris from these flows also increases local bed elevation
of the channel. Kieffer (1985) determined constriction
ratios at 54 debris fans in the Grand Canyon, using 1973
aerial photography. She found that the ratio ranged from
about 0.3 to about 0.7, and averaged about 0.5. Because
discharge in the 1973 photographs ranged from about
4,000 to 15,000 ft3/s and constriction ratio might vary
with discharge and stage, constriction ratios were recom-
puted from 1984 photography. The mean constriction
ratio at the same debris fans measured by Kieffer (1985)
was 0.49, indicating that while individual sites might
vary in relation to stage and method of measurement,
when averaged over a number of sites, the effect of stage
on constriction ratios is not significant. Because alluvial
deposits large enough to be used as campsites are
associated with small debris fans as well as the large fans
measured by Kieffer (1985), constriction ratios were
computed from 1984 photographs for 70 debris fans
associated with alluvial deposits inventoried as campsites
(Brian and Thomas, 1984) between river miles 0 and 61.
The mean constriction ratio of these sites was 0.54,
somewhat greater than that of the sample population of
Kieffer (1985). The expansion ratio at the 70 sites ranged
from 1.3 to 7.3, with a mean of 2.9. At 59 of these sites
where channel-depth data (Wilson, 1986) are available,
channel depth at the constriction decreased to as much as
0.30 of the upstream depth and increased in the expan-
sion to as much as nine times the constriction depth.

At most constrictions, recirculation zones exist at
discharges between 4,000 and 45,000 ft3/s, but their sizes
are not constant. At most sites, recirculation zones
increase in length with increasing discharge at least to
45,000 ft*/s (Schmidt, 1986). At Badger Creek Rapid, the
separation point is farther upstream and the reattach-
ment point farther downstream at a discharge of 44,000
ft3s than at a discharge of 5,600 ft¥/s (fig. 5). At
extremely low flow, many recirculation zones are greatly
reduced in size, and the bed of the recirculation zone may
be completely exposed. For example, at Soap Creek
Rapid, flow separation does not occur at discharges less
than about 5,000 ft%s.

At each constriction, the debris fan is overtopped if the
discharge is sufficiently high. As discharge increases
above this overtopping discharge, the separation point
does not migrate farther upstream. For example, over-
topping occurs at the low fan at Eighteen Mile Wash
between 28,000 and 44,000 ft%/s (fig. 6). At most sites, the
downstream migration of the reattachment point is
controlled by the geometry of the channel. Lengthening
of the recirculation zone in the downstream direction is
ultimately restricted where the downstream-migrating
reattachment point encounters another riffle or debris
fan farther downstream. An upper limit, therefore,

exists on the length of recirculation zones, but the limit is
different at different sites.

Sand is stored primarily in main-channel pools and
within recirculation zones (Wilson, 1986). Most sand
deposits used as campsites are associated with recircu-
lation zones and are formed at discharges typically
exceeding 30,000 ft%s. Sand stored within recirculation
zones typically is very well sorted and fine to very fine
grained (fig. 7, curve 7, 8), whereas sand in channel pools
is typically medium grained (fig. 7, curve 5, 6).

Channel geometry and hydraulic data based on field
mapping of shorelines and currents at various discharges,
water-surface slope surveys, and depth-sounder records
were collected at 21 detailed study sites (table 3). The
mean constriction ratio of these sites is 0.49 and is the
same as the mean constriction ratio of the debris fans
measured by Kieffer (1985) and less than the mean of 70
fans between river miles 0 and 61 discussed above. The 21
sites, therefore, are representative of more narrow
constrictions than are associated with most campsites in
the Grand Canyon.

Study sites were concentrated in upstream reaches
where the effects of dam operations were initially con-
sidered to be most significant. Detailed study sites were
located in seven reaches (table 4). Study sites in each of
these reaches included the dominant types of deposits
used for camping (table 2).

HISTORY OF FLOW AND SEDIMENT TRANSPORT

Two gaging stations provide long-term information on
flow and sediment transport. The gage at Lees Ferry
(fig. 1) was established in 1895, and in 1922, a gage
(station 09402500, Colorado River near Grand Canyon)
was established at river mile 87, just above Bright Angel
Creek (fig. 1). Suspended-sediment samples were col-
lected at the gage at Lees Ferry during the periods
1929-33, 194244, and 1947-65 and near Grand Canyon
from 1925 to 1972. Sediment data also were collected at
these two gages from June to December 1983 and from
October 1985 through January 1986. Three additional
gages were operated during the latter two periods. These
short-term gages were at river mile 61, just above the
confluence with the Little Colorado River (station
09383100, Colorado River above the Little Colorado
River, near Desert View); at river mile 166, just above
National Rapid (station 09404120, Colorado River above
National Canyon, near Supai); and at river mile 225, just
above Diamond Creek Rapid (fig. 1).

Before closure of Glen Canyon Dam in March 1963,
discharge at Lees Ferry typically reached its annual peak
in June in response to snowmelt runoff from the upper
basin. Smaller peaks occurred during the late summer
and fall in response to rain in tributary watersheds



10 AGGRADATION AND DEGRADATION OF SAND DEPOSITS, GRAND CANYON NATIONAL PARK, ARIZONA

downstream from Lees Ferry (fig. 8). Suspended-sedi- Daily mean discharge of water for 1982 (fig. 9) was
ment, concentrations tended to be highest during these | typical of the period 19656-82. During that period, short-
periods of tributary flow, and suspended sediment was | term discharge fluctuations dominated, and discharge
dominated by silt- and clay-sized material (fig. 7, curve 2). | exceeded powerplant capacity of 31,500 ft%s only in
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April, May, and June 1965 and for a very short period in
late June and early July 1980. Maximum instantaneous
discharge at Lees Ferry was 60,200 ft%s in 1965 and
44,800 ft3/s in 1980. Annual suspended-sediment load
past Lees Ferry decreased from 76.3x10° tons/yr in the
period just before construction of the dam (1948 to 1958)
to 8.6x10° tons/yr just after dam completion (1963 to
1965) (Laursen and others, 1976), which is a decrease of
almost 90 percent. For the same periods, volume of water
passing Lees Ferry decreased about 55 percent (Ander-
son and White, 1979).

The present study was planned and initiated in 1982
and early 1983, when flows such as those illustrated in
figure 2 had prevailed for nearly 20 years. An exceptional
combination of weather conditions and management
decisions during the winter of 1982-83, however, caused
subsequent flows to deviate from the previous regime
(fig. 9). A record post-dam high instantaneous discharge
of 97,300 ft%s passed Lees Ferry on June 29, 1983. From
June 1983 until October 1, 1985, discharges were higher
and steadier than ever experienced since closure of the
dam. Discharges of as much as 46,000 ft%s can be
released without using the spillways; 31,500 ft?/s can be
released through the powerplant and 14,500 ft%/s through
river outlet works (David Wegner, U.S. Bureau of
Reclamation, oral commun., 1986). The flat-topped hy-
drographs of the summers of 1984 and 1985 (fig. 9)
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FIGURE 6. —Change in length of recirculation zone with discharge at six
* sites.

resulted from maximum releases through the river outlet
works and powerplant. Discharges in June 1983 exceeded
powerplant and outlet work capacity, and spillways were
used. Only during a special fluctuating-flow study peri-
od—Oectober 1, 1985, to January 15, 1986—did releases
resemble those characteristic of the 1965-82 period. The
special fluctuating-flow study was planned and carried
out for the purpose of providing a period in which to
investigate the response of the river to typical power-
plant releases.

CHARACTERISTICS AND CLASSIFICATION OF
ALLUVIAL SAND DEPOSITS

Fine-grained sediments are stored in channel pools, in
recirculation zones, and in deposits that continuously line
the wider sections of the river. Except for the widest
reaches, most alluvial deposits are associated with the
recirculation zones caused by minor bedrock or talus
abutments or by large debris fans. In parts of the widest
reaches of the Grand Canyon, terracelike deposits exist.
Deposits associated with large recirculation zones are the
most numerous and extensive alluvial sand deposits in
Grand Canyon National Park.

Side-scan sonar surveys, recording depth-sounder sur-
veys (Wilson, 1986), and photography taken at low river
stage demonstrate that the average bed elevation of
recirculation zones is much higher than that of the
adjacent channel. A pool or scour hole occurs immedi-
ately downstream from the constriction. Adjacent to and
downstream from this scour hole, the channel rises to the
higher surface of a sandy alluvial deposit (fig. 3B). The
upper surface of the sandy deposit typically has relief of
10 to 50 ft. The difference between the average bed
elevation within a recirculation zone and the elevation of
the adjacent thalweg varies from site to site. For
example, at Blacktail Rapid, the elevation difference
exceeds 80 ft, and at National Rapid and Eminence Break
Camp, the elevation difference exceeds 40 ft.

The separation and reattachment deposits associated
with recirculation zones are composed primarily of me-
dium to very fine sand. Between Lees Ferry and Bright
Angel Creek, 22 deposits created since 1983 were sam-
pled (table 5). Of the 55 samples taken at these deposits,
only 4 contained less than 90 percent sand, and none of
these samples contained more than 1 percent very coarse
sand (greater than 1 mm).

All samples of deposits between Lees Ferry and Bright
Angel Creek that were inundated in 1983 or more
recently have graphic means (Folk, 1968) between 0.095
and 0.39 mm. Of the 33 samples of deposits created by the
discharges of 1983, 25 are fine sand and most are
moderately well sorted. Fewer samples were collected of
sediments deposited in 1984 and 1985, and half of these
samples are medium sand between 0.25 and 0.50 mm.
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FIGURE 7. —Typical particle-size distributions for samples of suspended sediment, bedload, and bed material from the Colorado River near Grand
Canyon at river mile 87 and for two alluvial sand deposits.
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surveys at Blacktail Rapid (fig. 23, profile 1) and One
Hundred and Twenty-Two Mile Creek showed significant
bank retreat in this area between October 1985 and
January 1986.

The effect of flow recession and recirculation zones that
decrease in length on erosion of downstream parts of
reattachment deposits was observed at Stone Creek
where a steady discharge of about 40,000 ft%/s decreased
to about 85,000 ft/s in June 1985. Overnight, a cutbank
downstream from the new reattachment point retreated
2.75 to 3.5 ft and degraded about 1 ft. Two months later,
the entire bar had been uniformly degraded to a new
lower level.

Substantial reworking of reattachment deposits may
occur at high discharges. At the site Above Cathedral
Wash, a truncated pre-1983 deposit was exposed in a
trench, indicating that sand close to the river channel had
been transported and redeposited since deposition of the
older buried surface (fig. 24). Opposite Nineteen Mile
Canyon, a similar buried pre-1983 surface was eroded but
not entirely truncated. The existence of major truncation
surfaces within reattachment deposits and the evidence
that some reattachment deposits were significantly
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eroded by the 1983 high flows (see section entitled
“Aggradation and Degradation of Alluvial Sand Deposits,
1965-86") indicate that much of the sand in reattachment
deposits is scoured, transported, and redeposited by high
discharges. The form and sedimentology of reattachment
deposits demonstrate that the final form is determined
during flow recession. The discharge and sediment-
transport characteristics of that recession, therefore, are
important in determining the form and extent of the
resulting deposit. -

Bedload samples were collected using a wading-type
Helley-Smith sampler (Helley and Smith, 1971) in recir-
culation zones below Kwagunt Rapid (river mile 56) and
above the confluence with the Little Colorado River
(river mile 60) (table 5). These sites generally are
representative of recirculation zones at moderate dis-
charges of about 28,000 ft?/s. Mean velocities probably
were less than 2 ft/s where samples were collected. At
both sites, the samples collected were well-sorted me-
dium sand (mean value of samples 0.30 mm). Coarser
sand, therefore, was in transport at a discharge of 28,000
ft%/s in the recirculation zones than is found in typical
separation or reattachment deposits. This comparison
suggests that separation and reattachment deposits can
be redistributed in at least some recirculation zones at
moderate discharges.

Reattachment deposits tend to be coarser than sepa-
ration deposits (table 6). Reattachment deposits may also
coarsen with decreasing elevation at a site, such as at
Saddle Canyon (fig. 17). Three samples of 1983 deposits
at that site are fine sand (table 5, JCS-10, JCS-11,
JBG-18) or medium sand (JBG-17). Samples from areas
inundated by flows less than 25,000 ft%/s (table 5, JCS-6,
JCS-7, JCS-8, JCS-9) are medium sand except for one
sample (JCS-5) of a rippled veneer of very fine sand. This
latter deposit is representative of mainstem deposition
when tributaries are contributing sediment to the Colo-
rado River.

UPPER-POOL DEPOSITS

Upper-pool deposits line the channel banks upstream
from many debris-fan constrictions. The deposits are
used as campsites where vegetation has been cleared or
where tamarisk trees do not densely cover an area, such
as above North Canyon Rapid at river mile 20.3 and
above Crystal Rapid at river mile 98.0. In plan view,
these deposits are linear and parallel to the channel,
consist of different terrace levels, and typically have a
low-elevation spit that projects into the channel in an
upstream direction. Where spits exist, they are associ-
ated with small recirculation zones upstream from a rapid
and are formed by the same processes that form reat-
tachment deposits.
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High-elevation parts of upper-pool deposits probably
are created by low-velocity downstream-directed over-
bank flows. An example of an upper-pool deposit is the
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of the deposit exposed at low flow includes a spit
projecting upstream into the channel with a slipface on
the shoreward side. At about 25,000 ft%s this deposit is

located at the downstream end of a recirculation zone.
Higher exposures of sediment deposited during 1983

campsite upstream from Granite Rapid. This deposit is
adjacent to the pool above the rapid. The plan-view form
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FIGURE 15. —Bathymetric contours within the recirculation zone at Eminence Break Camp. A, April 16, 1985, discharge 26,100 ft%s. B, September
2, 1985, discharge 27,200 ft%s. C, January 16, 1986, discharge 23,600 ft%/s.
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show that at least a part of the deposit was created by
upstream-directed flows, which indicates that this recir-
culation zone was larger at higher discharges.
Upper-pool deposits may be subjected to erosive
downstream-directed currents when the downstream
constriction is overtopped. In August 1985, upper-pool
deposits at Cathedral Wash at river mile 2.3 and Six Mile
Wash at river mile 5.7 were examined briefly to deter-
mine the effects of discharges of about 45,000 ft%/s. At
each site, the upper-pool deposits had been eroded.

CHANNEL-MARGIN DEPOSITS

In some reaches, particularly where the channel is
wide, sand deposits line the channel from a few hundred
feet to nearly a mile. Channel-margin deposits are
deposits that either lack the characteristic form of
separation or reattachment deposits, or whose location in
relation to recirculation zones was not known. Few

C

0
0

EXPLANATION

channel-margin deposits were investigated in detail;
however, sedimentary structures within three such de-
posits (left bank beneath the U.S. Geological Survey
cableway above the Little Colorado River confluence,
Above Grapevine Rapid at river mile 81.1, and Pumpkin
Springs at river mile 212) indicate that the deposits were
formed by recirculating currents. Typically, these depos-
its mantle bedrock or talus. At low discharges, bedrock
or talus may exist between the deposit and the water’s
edge. At other: locations, parts of the channel-margin
deposit have the form of a reattachment deposit. At low
discharge, these deposits are adjacent to the water’s
edge.

DISTRIBUTION OF DEPOSITS

Alluvial deposits large enough for use as campsites are
most numerous between river miles 45 and 75, 115 and
140 (fig. 25), and 160 and 225. These areas are within
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FIGURE 15. —Continued.
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FI1GURE 16. —Bed-surface profiles (see figure 15 for locations) of a recirculation zone at Eminence Break Camp.
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far exceeds the average rate for the earlier period. The
existence of a cutbank at the end of the special fluctuat-
ing-flow period suggests that erosion would have contin-
ued if strong fluctuations had continued beyond mid-
January. Therefore, at this site, newly aggraded deposits
formed and reworked by flows in 1983, 1984, and 1985
were unstable under strongly fluctuating discharge.
Upslope projection of the lower part of the January 1986
profile gives a likely minimum erosion that would have
occurred if fluctuations had continued. A likely maximum
extent of erosion would be degradation to the profile
surveyed in 1975.

BATHYMETRIC SURVEYS

Short-term topographic changes in recirculation zones
were measured by repetitive bathymetric surveys. The
time of day and discharge during each survey are listed
in table 1. Because these surveys are primarily of the
lower elevation parts of recirculation zones, surveyed
areas are not used as campsites; however, they are the
major sand storage sites in recirculation zones.
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The recirculation zone at river mile 120.1 just below
Blacktail Rapid was surveyed with 710 data points in
September 1985 and January 1986 (table 1). The zone is
nearly circular in plan view (fig. 21). The primary eddy
covers most of the area, although small secondary eddies
were observed along the banks during both surveys. The
zone has an excellent geometry for bathymetric survey-
ing. Uncertainty in position is less than 5 ft over most of
the area but reaches almost 18 ft at the extreme
downstream end of the surveyed area.

The bathymetric map of September (fig. 224) illus-
trates the characteristic shape of the sand deposit within
the recirculation zone. The sand deposit had a relatively
level upper surface and a steep slope into the main
channel. A reattachment deposit and primary-eddy re-
turn-current channel were present on the upper surface.
A small separation deposit was present at the upper end
of the zone upstream from the return-current channel but
was a minor part of the total zone. A bathymetric map
based on the January survey shows that considerable
changes had taken place in these features (fig. 22B).
Volume changes estimated for this recirculation zone by
comparison of bathymetric maps represent change in

FIGURE 23. — Bed-surface profiles (see figure 22 for locations) of a recirculation zone below Blacktail Rapid.
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volume of sand below the stage corresponding to the
discharge at the time of the surveys. Discharge was
strongly fluctuating for most of the period between the
surveys, but fluctuated less strongly (15,000-21,000 ft3/s)
for the eight days before the January survey. Therefore,
the observed changes may not be solely related to the
effects of strongly fluctuating flow.

The return-current channel was shallower and less well
developed during both surveys at this site than in other

surveyed recirculation zones, and it was shallower and
less distinet in January than in September. The elevation
of much of the reattachment deposit was 2-4 ft lower in
January than in September, and the slope had flattened
and moved toward the channel thalweg. Profiles drawn
from bathymetric maps illustrate and quantify these
changes (fig. 23). Profiles 1, 4, and 8 show how changes
varied over the zone. The extreme downstream end of
the zone (profile 1, fig. 23) and most of the crest of the
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FIGURE 24. —Sedimentology exposed in a trench through the reattachment deposit at the site Above Cathedral Wash. Descriptions by T.R.
Clifton, University of California, Santa Cruz, January 9, 1986.
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surface of the deposit, and aggradation of 3-6 ft occurred | assuming that changes computed at profile lines took
along the slope into the main channel. place over half the distance between a profile line and the

Areas of change along profile lines were used to | adjacent line. For profiles 1 and 8 at the upstream and
estimate volume of change over the mapped area by | downstream ends of the area, only the area on the side of
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FIGURE 27. - Topography along profile 2 (see figure 11 for location) at Eighteen Mile Wash.
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January. Deposition along the end of profile 7 nearest the
bank caused the return-current channel to move toward
the main channel between April and September (fig. 16).
The crest of the reattachment deposit decreased in
elevation and moved toward the main channel. The
January profile shows that the reattachment deposit
aggraded slightly between September and January but
was still lower in elevation than in April. The deposit
crest and return-current channel had returned to the
positions of April. At the lower end of the recirculation
zone, degradation occurred between April and Septem-
ber and aggradation occurred between September and
January (profile 18, fig. 16). Like profile 7, profile 16
shows that the surface in January was still lower than
that in April in spite of aggradation.

Changes in area along profile lines at Eminence Break
Camp are summarized in table 8. Because of uncertainty
in the position of contours near the main channel, only
areas of the upper-deposit surface were measured. Be-
tween April and September, total aggradation along
profile lines was 1,670 ft2, total degradation was 3,070 ftZ,
and net change was -2,400 ft2. Average vertical changes
along profile lines ranged from +2.6 ft to 4.2 ft for April
to September and from +2.3 to -5.4 ft for September to
January (table 9). Between September and January,
aggradation was 890 ft?, degradation was 2,030 ft%, and
net change was -1,140 ft%. The net change for April to
January was -3,540 ft2. Estimated volume change was
-148,000 ft® for April to September, —79,200 ft* for
September to January, and —227,000 ft® for the entire
period.

The recirculation zone just below National Rapid (fig.
30) at river mile 166.6 is similar in shape to that at
Eminence Break Camp. Data points for surveys in April
1985, September 1985, and January 1986, which number
768, 432, and 368, respectively, are evenly distributed
over the zone. The bottom configuration at National
Rapid (fig. 31) is also similar to that at Eminence Break
Camp, having a well-defined return-current channel and
reattachment-deposit crest. At this site, however, the
reattachment-deposit crest is separated from the bank at
the lower end of the recirculation zone by the return-
current channel. A second recirculation zone was present
downstream from the mapped area during all surveys,
and the two zones may have joined at some discharges.
Position uncertainty at this site varied from trip to trip
because remote locations were different for each trip. In
April and September, uncertainty was greatest at the
upper and lower ends of the zone (10-11 ft) and least over
the central part (4.3 ft). For the survey of January 1986,
the uncertainty in position ranged from 4.3 ft at the upper
edge near the bank to 8 ft at the edge toward the main
channel near the center of the zone. A large separation
deposit mantles the National Canyon debris fan. Most of
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this deposit is higher in elevation than the stage during
bathymetric surveying. No part of the reattachment
deposit lies above the stage at which bathymetric sur-
veys were made.

The shape of the primary-eddy return-current channel
and reattachment deposit was similar during all three
surveys (fig. 31). Although the elevation of the deposit
crest remained about the same for all three surveys
(about 1,736 ft), the position of the crest and return-
current channel changed considerably. Between April
and September, the side of the deposit nearest the bank
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@ PROFILE LINE—See figure 32 for bed-surface profile

FIGURE 31.—Bathymetric contours within a recirculation zone below
National Rapid. A, April 25, 1985. B, September 10, 1985. C, January
28, 1986.
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degraded and the side toward the main channel ag-
graded, resulting in movement of the deposit crest
toward the main channel. The upstream end of the
deposit aggraded, and the return-current channel moved
upstream. By January, the return-current channel had
migrated back to the position of April, and the shape and
position of the reattachment deposit were also similar to
those of April. Most of the slope into the main channel
was not mapped at this site because air entrained in the
water column at National Rapid interfered with the
depth-sounder signal. The slope was mapped at the upper
end of the recirculation zone, however, and the maps
show that the slope aggraded between April and Sep-
tember and degraded between September and January.
Six profiles across the mapped areas illustrate these
changes (fig. 32). Profile 6 shows that at the downstream
end of the deposit, downstream from the return-current
channel, aggradation took place between April and Sep-
tember and degradation between September and Janu-
ary.

Aggradation between April and September was 879
ft2, degradation was 161 ft?, and net change was+718 ft?
(table 8). Between September and January, aggradation
was 198 ft2, degradation was 945 ft, and net change was
—T47 ft%. Net change for the entire period was -29 ft2.
Average vertical change along profiles ranged from 0 to
+1.4 ft from April to December and from -0.2 to —1.8 ft
from September to January (table 8). Estimated volume
change was +39,400 ft® between April and September,
-37,900 ft3 between September and January, and +1,500
ft3 over the entire period.

A recirculation zone just below Nautiloid Canyon at
river mile 34.8 was mapped on January 14, 1986, at
discharges of 2,360 and 15,900 ft%s to determine the
magnitude of short-term changes in the sand deposits.
Low-flow and high-flow maps were drawn from 836 and
903 data points, respectively. The recirculation zone is
more elongated than at Blacktail Rapid or Eminence
Break Camp. The reattachment-deposit crest and return-
current channel are the prominent features. A low area is
present in the center of the deposit, and the deposit crest
rises slightly as did the crest at Eminence Break Camp.
The position uncertainty ranged from 4.5 ft at the upper
and lower edges and toward the bank to 11.4 ft at the
extreme edge toward the main channel. Although slight
differences between the maps can be seen, the bottom
configurations are almost identical. The differences are
probably within the uncertainty caused by position un-
certainty and that introduced by drawing contours from
point data.

Bathymetric measurements document net degradation
of the upper surface of recirculation zones at the three
study sites where fluctuating flows were evaluated.
Local aggradation of small areas did occur; however, net

change at Eminence Break Camp, Blacktail Rapid, and
National Rapid was degradational. The slope into the
main channel aggraded at Blacktail Rapid. Randle and
Pemberton (1987) predicted that a change from high
steady flow to fluctuating flow would cause decreased
sand transport in the main channel, which would in turn
cause main-channel aggradation. Aggradation along the
slope at Blacktail Rapid, therefore, may be related to
decreased main-channel sediment-transport capacity as
well as delivery of sand from the upper surface of the
recirculation zone. Behavior of recirculation zones be-
tween April and September differed at Eminence Break
Camp and National Rapid. Measured changes, however,
indicate that sediment was exchanged between the main
channel and the recirculation zone during this period of
high steady flows.

Sand-storage changes of the upper surface and at
edges of recirculation zones are not indicative of those in
the nearby main channel. Bathymetric surveys also show
that the volume of aggradation and degradation of
reattachment deposits far exceeds that of a typical
separation deposit such As Eighteen Mile Wash. Bathy-
metric surveys cover most of the recirculation zones, and
measured volume changes indicate that sand is ex-
changed between recirculation zones and the main chan-
nel as well as redistributed within recirculation zones.
Although analyses of data from only a few sites (table 1)
are presented, preliminary analysis of data from other
sites indicates that the changes are representative of
changes throughout the study reach.

AGGRADATION AND DEGRADATION OF
ALLUVIAL SAND DEPOSITS, 1965-86

CHANGES IN ALLUVIAL SAND DEPOSITS, 1973-84

FLOW CHARACTERISTICS

Between June 1973 and May 1983, daily discharge
generally fluctuated to meet hydroelectric needs (fig. 2).
During this period, the average daily fluctuation range
was 13,000 to 15,000 ft®/s. The average daily range is
defined as the difference between the average monthly
maximum and average monthly minimum release from
Glen Canyon Dam. Except for 1980, instantaneous peak
discharge at Lees Ferry was less than 31,000 ft*/s. In
1980, mean daily discharge exceeded 30,000 ft%/s on 8
days and peak discharge was 44,800 ft%s. Discharge
dramatically increased in June 1983 and then receded in
August to steady discharges of about 28,000 ft%/s. In May
1984, discharge increased to about 45,000 ft/s and then
decreased to steady discharges of about 28,000 ft%s in
July (fig. 9). Between October 21 and 23, 1984, flow
decreased to about 5,600 ft%/s.
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FIGURE 32. —Bed-surface profiles (see figure 31 for locations) of a recirculation zone below National Rapid.
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CHANGES IN DEPOSITS

Large-scale changes in storage of sand in recirculation
zones were evaluated by comparing inventories of ex-
posed separation and reattachment deposits in 399 recir-
culation zones between river miles 0 and 118 (table 9).
Because stage was very different in the two aerial
photograph series in some reaches, only the presence or
absence of sand was noted and the area of sand was not
measured. Also, high flows scour and redistribute sand
within recirculation zones. A decrease in area of sand
may be the result of redistribution of sand within a
recirculation zone and not represent net change in sand
storage (fig. 19). Because comparison of inventories only
indicates changes in presence of sand within recirculation
zones, differences in inventories represent large-scale
volume changes.

On the basis of this inventory, we conclude that sand
was eroded from reattachment deposits between river
miles 0 and 36 and 77 and 118. These included the
narrowest reaches inventoried. The total number of
separation deposits in these four reaches changed less
than the number of reattachment deposits. Aggradation
of reattachment deposits and minor aggradation of sep-
aration deposits occurred between river miles 36 and 77.

The most significant changes took place in the narrow-
est and steepest reaches as well as in those closest to Glen
Canyon Dam (table 2). The change in reattachment
deposits was slightly greater than the change in separa-
tion deposits. None of the deposits involved in these
changes, however, had been inventoried as a campsite in
1973 or 1983. The deposits that did increase or decrease
in number were at too low an elevation to be considered
as campsites.

Changes in area of major alluvial sand deposits during
this period were measured for reaches between river
miles 0 and 35.9 and river miles 122 and 150, where
discharge in the 1973 and 1984 aerial photographs was
approximately the same (fig. 4 and table 10). Major
alluvial deposits were defined as those inventoried as
campsites in 1973 or 1984 (appendix A) and other alluvial
deposits in the same recirculation zones. If a separation
deposit had been inventoried as a campsite and a reat-
tachment deposit existed in the same zone, its area was
also measured. Area changes were measured at less than
45 percent of the total number of recirculation zones
where presence or absence of deposits was determined.

Changes in area of reattachment deposits do not
necessarily reflect changes in volume of stored sand in
recirculation zones, because smaller deposits may be of
higher elevation. As illustrated at Eighteen Mile Wash,
the volume at a separation deposit changed where the
area of deposit exposed at low discharge did not change.
However, where area of separation or channel-margin

deposits changed, net aggradation or degradation prob-
ably also occurred. Changes in area do indicate the extent
of reworking of different types of deposits, and area
changes are directly related to the size of campsites.
Measured areas were those exposed at low discharges,
and smaller areas of these deposits are available as
campsites at higher discharges, particularly at reattach-
ment deposits.

No significant change in total area of deposits was
measured in any reach except between river miles 0 and
11.3. All the change measured in that segment was due to
significant erosion of one point-bar deposit at river mile
1.9; the total area of separation or reattachment deposits
showed no significant change. Two categories of reach
and deposit type, however, significantly decreased in
area: separation deposits in Muav Gorge and reattach-
ment deposits in Supai Gorge. Erosion of separation
deposits in Muav Gorge is likely due to the low elevation
of debris fans in this reach. Low-elevation debris fans
were substantially overtopped by the high discharges of
1983. The decrease in area of reattachment deposits in
Supai Gorge is consistent with a decrease in number of
reattachment deposits in the same segment (table 10).
Therefore, a decrease in area in this segment probably
reflects degradation of the deposits. The area of channel-
margin deposits increased.

Although on an aggregate basis, major alluvial depos-
its in most reaches did not change significantly in total
exposed area, 70 percent of all deposits either increased
or decreased in area (table 11). About half of these
increased and half decreased in area. More than 40
percent of separation and upper-pool deposits did not
change in area. In contrast, about 20 percent of reattach-
ment and channel-margin deposits did not change. The
dominant pattern of change of reattachment deposits was
toward a decrease in area, and that of channel-margin
deposits was toward an increase in area. Decreases in
area of reattachment deposits were concentrated in Supai
Gorge, and increases in area of channel-margin deposits
were concentrated in Muav Gorge (table 11).

These conclusions refine the conclusion of Beus and
others (1985) that aggradation of alluvial sand deposits
had occurred throughout the river corridor. The sample
of alluvial sand deposits studied by Beus and others
(1985) included a large proportion of separation and
channel-margin deposits, which in this study are shown
to be stable or aggrading sites (table 12). Six separation
deposits studied by Beus and others (1985) had net
vertical aggradation and minor bank erosion. The general
pattern of change at Eighteen Mile Wash during this
period (fig. 29) was representative of other sites.

Ten study sites of Beus and others (1985) were
channel-margin deposits. Erosion of deposits was meas-
ured in the narrow reaches of Supai Gorge, Upper
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Granite Gorge, and Muav Gorge. Eroded sites were
typically small deposits mantling bedrock or talus and
were associated with small recirculation zones. Larger
channel-margin deposits in all reaches such as Lower
Nankoweap Rapid, above Grapevine Rapid, and Granite
Park Camp underwent vertical aggradation and some
bank erosion. Only two reattachment deposits were
surveyed, and aggradation of the upper surface of each
deposit was measured.

CHANGES IN ALLUVIAL SAND DEPOSITS, HIGH FLOWS,
MAY 1985

FLOW CHARACTERISTICS

On May 17, 1985, discharge at Lees Ferry increased
from 26,000 ft3/s at 9:00 a.m. to 45,800 ft%/s at 5:30 p.-m.
Except for a 6-day period when mean daily discharge was
about 30,000 ft%/s, discharges that exceeded 40,000 ft%/s
continued until June 25. Discharge then decreased to less
than 30,000 ft%s (fig. 28). The resulting hydrograph is
similar to those of 1984 and 1986.

CHANGES IN DEPOSITS

Separation deposits were surveyed at Badger Creek
Rapid, Eighteen Mile Wash, Twenty Mile Camp, Emi-
nence Break Camp, and National Rapid soon after the
onset of high flows in May 1985 (table 1). These sites were
also surveyed after recession of high flows in August. In
all cases, net aggradation occurred in small areas associ-
ated with low-velocity areas upstream from the primary-
eddy return current.

Data collected at Eighteen Mile Wash (discussed in the
section entitled “Aggradation and Degradation at Eight-
een Mile Wash, 1965-86”) show that aggradation fol-
lowed degradation. Aggradation caused the deposit to
regain its approximate former shape and size.

At Badger Creek Rapid in May 1985, a wave-cut scarp
developed as 0.5-ft-amplitude waves impinged on the
deposit face during the increase in discharge. Aggrada-
tion of about 0.5 ft, however, was measured between May
and August. This aggradation resulted in a beach profile
parallel to the slope that was measured below the eroding
scarp in May.

The reattachment deposit at Opposite Nineteen Mile
Canyon was surveyed during high flows in 1985. Surveys
indicated that the deposit was at approximately the same
elevation as that of the previous summer, although it was
probably smaller in area. The crest of the deposit was
within about 1 ft of the water surface. After the recession
of the flood of 1985, however, the crest lowered approx-
imately 3 ft, although it retained its general shape. These
changes indicate that the shape of the deposit changed

with onset of high flows and then readjusted during
recession of the high flows. Comparisons of bathymetric
surveys at Eminence Break Camp and National Rapid
indicate that these reattachment deposits degraded be-
tween April and September despite retaining their over-
all shape. These observations suggest that reattachment
deposits were entrained during these high flows.

CHANGES OF ALLUVIAL SAND DEPOSITS DURING
STRONGLY FLUCTUATING FLOW, OCTOBER 1985 TO
JANUARY 1986

FLOW CHARACTERISTICS

Between October 1, 1985, and January 15, 1986,
releases from Glen Canyon Dam fluctuated widely (fig.
2). Average monthly peak release during this time was
between 19,300 and 20,300 ft?/s, and average monthly low
release was between 1,800 and 5,500 ft?/s. Monthly mean
discharge decreased from between 23,400 and 28,500 ft3/s
for the period July to September 1985 to less than 12,000
ft3/s during this special fluctuating-flow study period.
The last previous month when monthly mean discharge
was less than 12,000 ft*/s was March 1983. The average
daily range of fluctuations was 15,100 ft*/s in October,
14,000 ft%/s in November, and 18,500 ft*/s in December
1985. During the 1976 to 1983 period, 41 percent of all
months had average fluctuations less than 14,000 ft%/s.
During this same period, 21 percent of all months had
fluctuations between 14,000 and 16,000 ft?/s. Average
fluctuations were 18,000 ft3/s or more in 9 percent of all
months. Therefore, the fluctuation range of October and
November 1985 was representative of a median range of
fluctuations during the 1976 to 1983 period, and the range
in December 1985 was representative of a less frequent
operations regime. Except for the period immediately
following official closure of Glen Canyon Dam in 1963,
however, no precedent existed for the occurrence of
widely fluctuating flows preceded by a lengthy period of
steady flow.

CHANGES IN DEPOSITS

Although surveys along some profiles documented
aggradation between October 1, 1985, and January 1986,
most measurements documented degradation (table 13).
Of 41 profile lines at the 13 study sites that are separation
deposits, about one-quarter of the lines showed net
aggradation and about two-thirds showed net degrada-
tion (fig. 33). The mean net change along these profile
lines was —0.65 ft. A part of every separation deposit
degraded, and at seven sites, no areas of aggradation
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were measured. Erosion in excess of 1 ft was measured
at profiles at six widely spaced sites. Erosion associated
with the special fluctuating-flow study period, therefore,
was typieal of sites throughout the Grand Canyon. At the
end of the period, cutbanks existed at many sites, which
indicated that profiles were not yet stable.

Channel-geometry characteristics of these study sites
were compared. Five of the six sites where significant
erosion was measured are located in narrow reaches
where stage changes during fluctuating discharge are
greatest. Significant erosion was not related to slope of
the water surface through the constriction or constriction
ratio of the site.

Locations of significant erosion were not related to
locations of highest velocities in recirculation zones. In
some cases, erosion occurred where nearshore currents
were less than 1 ft/s, such as at Eighteen Mile Wash. At
these sites, saturation of the lower part of a high-
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elevation separation deposit is sufficient to cause bank
failure. Failure occurred even where waves were absent.
At each site, the amount of erosion increased with
distance downstream from the separation point. For
example, at Twenty-Nine Mile Rapid, the deposit de-
graded slightly at a profile 100 ft downstream from the
separation point (fig. 34, profile 1), but degraded about
2.8 ft along a profile 140 ft farther downstream (fig. 34,
profile 2). Also, downstream migration of the separation
point at that point exposed low-elevation areas of the
upstream part of the separation deposit to downstream-
directed currents, as also occurred at Badger Creek
Rapid (fig. 5) and at Eighteen Mile Wash. Where
underlying debris-fan materials were exposed, degrada-
tion in the upstream part was restricted. These trends
indicate that erosion tended to eliminate unarmored
parts of separation deposits, especially where they
project downstream from the debris-fan deposit.
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The upper surface of most surveyed reattachment

deposits degraded during fluctuating flow. These
“changes were documented by bathymetric surveys at
Eminence Break Camp, Blacktail Rapid, and National
Rapid (table 8) and topographic surveys at Opposite
Nineteen Mile Canyon, Saddle Canyon, and Hundred
Twenty-Two Mile Creek (table 14). Only the deposit at
the site Above Cathedral Wash aggraded. At this site,
increase in volume occurred by vertical aggradation of
about 0.5 ft as well as by upstream slipface migration of
10-20 ft. Parts of the reattachment-deposit crest ag-
graded at Eminence Break Camp.

At the site Above Cathedral Wash, constriction-ratio
and reach-segment characteristics are similar to other
sites, and variations in these parameters do not explain
the apparently unique behavior of the site. Proximity to
the Paria River, which contributes a large amount of
sediment, may be important. Twenty percent of the
aggradation at the site was caused by sediment delivered
by the Paria River on October 10 and 11. Between river
miles 0 and 5, sediment finer than boulders covered 75
percent of the bed, a large amount for the Colorado River
in the park, and aggradation may have resulted from
greater local availability of sand-size bed material.

As described in the section entitled “Bathymetric
Surveys,” aggradation occurred on the slope extending
from the crest of the reattachment deposit to the thalweg
at Blacktail Rapid. Decreased sediment transport was
predicted by Randle and Pemberton (1987) throughout
the river corridor, and aggradation along this slope
probably occurred at other sites.

COMPARISON OF CHANGES IN ALLUVIAL SAND DEPOSITS

Aggradation and degradation occurred throughout the
river corridor between 1983 and 1986. At some camp-
sites, vertical aggradation of several feet occurred.
Analysis of change in sand storage in all recirculation
zones, however, shows that the number of reattachment
deposits decreased 10 to 25 percent in the narrow reaches
of Supai Gorge, Redwall Gorge, and Upper Granite
Gorge (table 9). In Supai Gorge, major reattachment
deposits also significantly decreased in area (table 10). In
Muav Gorge, separation deposits inventoried as camp-
sites decreased in area. In contrast, the number of
deposits possibly increased in the wide reaches of Lower
Marble Canyon and Furnace Flats (table 9). Area
changes in these same reaches were not determined.

Separation deposits were more stable than other types
of deposits. Analysis of volume changes at Eighteen Mile
Wash shows that vertical aggradation can occur without
change in area exposed at low flow. Erosion of separation
deposits in Muav Gorge probably is related to low-
elevation debris fans in this reach (table 10). Reattach-

ment deposits are more susceptible to change during high
flow, as indicated by the percentage of deposits that have
changed in number (table 9) or area (table 11).

The response of channel-margin deposits is uncertain.
Only in Muav Gorge was a significant change in total area
measured. More than 50 percent of deposits increased in
area. Classification of study sites evaluated by Beus and
others (1985) suggests that small channel-margin depos-
its in narrow reaches were eroded, although vertical
aggradation occurred at other sites.

These results indicate less change in major deposits
due to high discharge in 1983-84 than that reported by
Brian and Thomas (1984). Brian and Thomas (1984)
inventoried campsites after recession of high flows in
1983 and recognized many new or enlarged alluvial sand
deposits. They also reported that about 10 percent of the
preexisting campsites had been significantly eroded.
Their inventory, however, was made at a discharge of
about 25,000 ft*/s. The difference in results suggests that
changes in high-elevation parts of alluvial deposits were
more significant than changes in low-elevation parts.

Changes in area of high- and low-elevation parts of
alluvial sand deposits were determined to evaluate top-
ographic changes above and below an approximate stage
corresponding to a discharge of 25,000 ft*/s (table 14). At .
most sites, the area of the high-elevation part of the
deposit above this stage increased or did not change
between 1973 and 1984, whereas the low-elevation part
typically decreased in size or did not change. These
results show that although high-elevation parts of depos-
its aggraded, low-elevation parts either degraded or did
not change. Patterns of change determined for high-
elevation parts are not necessarily consistent with
changes in low-elevation parts.

The onset of strongly fluctuating flows in October 1985
caused widespread erosion, especially in narrow reaches.
Erosion of separation deposits occurred at sites as far as
167 mi downstream from Lees Ferry (fig. 33). Erosion
was typically of the sand that had been deposited in
1983-85. Comparison of table 14 with figure 33 indicates
that sites that eroded significantly between October 1985
and January 1986 also had eroded significantly from 1965
to 1973 and then had aggraded significantly during the
1983 high flows. For example, at Eighteen Mile Wash,
Twenty-Nine Mile Rapid, and Fern Glen Rapid, signifi-
cant erosion was measured between October 1985 and
January 1986. These sites had eroded significantly be-
tween 1965 and 1973 and aggraded in 1983. Significant
aggradation was not followed by significant degradation
in narrow reaches where a high separation deposit was
armored from further erosion by exposed debris-fan
deposits, as at Nautiloid Canyon.

The high flows of 1983 and 1984, therefore, redistrib-
uted much sand and removed sand from 10 to 25 percent
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of recirculation zones in at least those narrow reaches
within 160 mi of Lees Ferry. Significant aggradation,
however, occurred at many major campsites. Aggrada-
tion may have occurred in recirculation zones in wide
reaches. Many new alluvial sand deposits eroded rapidly
when exposed to strongly fluctuating discharges, which
suggests that most of the gain in sand resulting from high
flows was of short duration.

SUMMARY

This report has presented a classification of alluvial
sand deposits, deseribed some characteristics of these
deposits, and described changes that have oceurred in
these deposits since completion of Glen Canyon Dam. The
classification of alluvial sand deposits and the designation
of reaches within the Grand Canyon were used to
distinguish styles of change in narrow and wide reaches.
Measurement of topographic changes in alluvial deposits
were based on topographic and bathymetric surveys and
analysis of aerial photographs.

The largest and most numerous alluvial sand deposits
along the Colorado River in Grand Canyon National Park
are formed in zones of recirculating current. Recircula-
tion zones are caused by large debris fans that partially
block the channel and by minor bedrock or talus abut-
ments. Alluvial sand deposits can be classified by form
and location. Separation deposits are located near the
point of flow separation, mantle debris fans, and extend
to the edge of the primary-eddy return-current channel.
Reattachment deposits are located near the point of flow
reattachment and project upstream beneath the primary
eddy. Channel-margin deposits are terracelike in form
and may fill re-entrants or extend continuously along the
channel in wide reaches for lengths of 1 mi. Channel-
margin deposits probably are formed in recirculation
Zones.

The Colorado River corridor in Grand Canyon National
Park was divided into 11 reaches. Separation deposits
large enough to be used as campsites are common
throughout the river corridor in narrow and wide
reaches. Reattachment and channel-margin deposits
large enough to be used as campsites are common only in
wide reaches except in the Muav Gorge, where channel-
margin deposits are common.

The form and sedimentology of alluvial sand deposits
reflect the hydraulic and sediment-transport conditions
existing during reworking and deposition of the deposit.
Separation deposits form in lower velocity parts of the
river than reattachment deposits and may be composed
of slightly finer sand. At sufficiently high discharge, both
separation and reattachment deposits are reworked, and
sand is redistributed within the recirculation zone and

between the recirculation zone and the main channel.
This response to high flow is documented by repeated
topographic surveys and sedimentologic analysis of study
sites Above Cathedral Wash, at Eighteen Mile Wash,
and Opposite Nineteen Mile Canyon and by repeated
bathymetric mapping at Eminence Break Camp, Black-
tail Rapid, and National Rapid.

During recession from high flows, redistribution of
sand within recirculation zones may result in degradation
of the deposit. The high flows of 1983 and 1984 removed
sand from recirculation zones in narrow reaches within
118 mi of Lees Ferry. When the rate of recession is great
enough, topographic conditions at some sites cause flow
to be directed away from a sand deposit and leave it
exposed, such as at Eighteen Mile Wash. At other sites,
especially reattachment deposits, redistribution of sand
may continue even during a rapid recession. At many
reattachment deposits, the result is erosion of down-
stream areas and loss of sand to the main channel and
redistribution of sand in other parts of the deposit within
the recirculation zone. Higher rates of recession allow
less time for this distribution and therefore may result in
exposure of larger areas of alluvial sand deposits after
recession at some sites.

Fluctuating flows following high steady flows during
the study period resulted in significant erosion. Fluctu-
ating flows typically redistributed sand within recireula-
tion zones and may deposit sand along the slope from the
reattachment-deposit crest to the thalweg. Although
erosion was significant throughout the park with the
onset of fluctuating flow, results of topographic surveys
by other investigators in the late 1970’s indicate that
equilibrium was reached after a few years. Topographic
surveys between October 1985 and January 1986 indicate
that such stability was not reached within 3-1/2 months
of strongly fluctuating flow. Redistribution of sand can
affect significant parts of alluvial sand deposits.

Bathymetric surveying at three sites shows that net
volume changes can occur in recirculation zones at a
broad range of discharges. At each site, net volume
changes indicate that large volumes of sand may be
exchanged between recirculation zones and the main
channel even at moderate or fluctuating discharges.

The high flows of 1983 and 1984 eroded sand from
recirculation zones in narrow reaches. The high flows
may have resulted in aggradation of all types of alluvial
sand deposits in wide reaches. Limited evidence suggests
that high flows in 1985 caused further erosion of reat-
tachment deposits in narrow reaches.

Alluvial sand deposits used as campsites, whatever
their type, are more stable than the smaller, lower-
elevation deposits of the same type not used as camp-
sites. Many campsites aggraded significantly during high
flows in 1983. Fluctuating flows in 1985 and 1986 caused
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rapid erosion of many deposits of all types throughout the
Grand Canyon. The greatest erosion typically occurred at
sites where significant deposition had occurred in 1983.
The increase in sand at campsites from high flow there-
fore is of limited duration if strongly fluctuating flows
follow. During these same high flows, sand was removed
from other recirculation zones in narrow reaches. Sepa-
ration deposits are more stable than reattachment de-
posits, although erosion can occur in reaches where
separation deposits are of low elevation such as Muav
Gorge. An inventory of campsites in 1983 showed that
narrow reaches generally have few campsites. The high
flows of 1983-85 followed by strongly fluctuating flows in
1985 resulted in accentuating the difference between
campsite availability in narrow and wide reaches.
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TABLE 1.—Summary of study sites and types of data collected

TABLES 1-14

b1

[X, indicates data were collected; dashes indicate no data collected; (DSS), detailed study site; N.A., not available. Time of study is that of bathymetric survey.
Discharges were estimated during bathymetric surveys or taken from nearest gaging station during day of work. Multiple bathymetric surveys indicated by
number in parentheses]

Date and Discharge, Surface- Water-
River Site time of in cubic feet Bathymetric Topographic Photographic flow surface Scour Sedimentology
mile number study per second survey survey replications pattern slope chains
(DSS) Above Cathedral Wash (original surveys)
2.5 1 05-18-85 44,700 --- .- X X — .- .-
07-29-85 26,000-29,000 .- ae- X X —— . -
08-29-85 (1530) 27,100 X - X .- . - X
10-04-85 4,000-19,000 --- X X X .- X .-
12-07-85 2,600 —- X ——- PR . —-- -
01-09-86 (1600) 16,300 X X X X X X X
05-13-86 48,500 --- - --- X —-- ae- -
(DSS) Badger Creek Rapid (original surveys)
7.9 2 04-13-85 (1400) 17,900 X . - .- .- —-- .-
05-19 to 05-21-85 40,000-45,000 --- X X X X --- .-
07-30 to 07-31-85 25,000-31,000 --- X X X X .- -
08-30-85 (1500) 29,800 X - - —ee --- .- X
10-05 to 10-06-85 3,000-17,000 --- X X X X --- .-
12-07-85 ~3,000 - X .- = .- --- -
01-11-86 (1730) 2,870-21,500 X(2) X X X X X
(DSS) Soap Creek Rapid (initial survey, Ferrari, 1987)
114 3 05-21 to 05-22-85 44,000-45,000 --- --- X X X -e- -
08-01-85 25,000-31,000 .- X X X X .- X
10-07-85 4,000-18,000 --- X X X X X e
01-12-86 2,000-21,000 .- X X X --- X ---
(DSS) Below Salt Water Wash (original survey)
122 4 05-21 to 05-22-85 44,000-45,000 --- --- -e- X - == ——
08-01-85 25,000-31,000 —-- .- X X .- - X
10-08-85 4,000-15,000 --- X X X .- X X
01-13-86 2,000-21,000 --- X X X -~ X .-
(DSS) Eighteen Mile Wash (initial survey, Howard, 1975)
18.1 5 05-22-85 45,000 --- X X X X .- ---
08-02-85 28,000-30,000 --- X X X X - X
10-09-85 4,000-20,000 --- X X X X --- ---
12-07-85 ~5,000 - X .- —-- - - .
01-13-86 2,000-21,000 .- X X X X --- -
Below Eighteen Mile Wash
18.2 6 08-02-85 28,000-20,000 .- --- X X --- --- ---
10-09-85 4,000-20,000 --- --- X X .- - o
(DSS) Opposite Nineteen Mile Canyon (initial survey, Howard, 1975)
190 7 05-23-85 42,000-45,000 --- X X X .- - -
08-03-85 24,000-29,000 EEES X X X - - X
10-09 to 10-11-85 4,000-20,000 --n X X X .- X X
12-07-85 ~5,000 - X .- .- - - .-
01-14-86 2,000-21,000 -e- X X X X X ---
(DSS) Twenty Mile Camp (initial survey, Ferrari, 1987)
19.8 8 08-03-85 24,000-29,000 --- X .- X .- --- -
10-11-85 4,000-15,000 —-- X .- .- .- .- -
01-14-86 2,000-21,000 EETS X X X X .- —
(DSS) Twenty-Nine Mile Rapid (original survey)
29.2 9 05-24-85 44,000 --- --- X X . .- -
08-04-85 23,000-29,000 —-- X X X .- .- X
10-11-85 4,000-15,000 .- X X X - - .-
12.07-85 ~5,000 X
01-15-86 3,000-22,000 .- X X X X .en .



52 AGGRADATION AND DEGRADATION OF SAND DEPOSITS, GRAND CANYON NATIONAL PARK, ARIZONA

TABLE 1. —Summary of study sites and types of data collected—Continued

Date and Discharge, B Surface- Water-
River Site time of in cubic feet Bathymetric Topographic Photographic flow surface Scour Sedimentology
mile  number study per second survey survey replications pattern slope chains
(DSS) Nautiloid Canyon (initial survey, Howard, 1975)
34.7 10 05-24-85 44,000—48,000 - X X X X - .-
08-04-85 23,000-29,000 --- X X X .- --- .-
09-01-85 (0945) 217,600 X a-- - e - .- —e-
10-12-85 3,000-15,000 .- X X X .- - .-
01-14 to 01-15-86 2,360; 15,900 X(2) X X X X .- ---
Tatahatso Wash (initial survey, Ferrari, 1987)
37.3 11 08-04-85 23,000-29,000 . X X ce- . - -
10-12-85 3,000-15,000 —e- X - - aee -- -
(DSS) Eminence Break Camp (original survey)
44.2 12 04-16-85(0630) 26,100 X . - . .- . -
04-17-85 (0645) 26,000 X .. --- X --- .- -
05-25-85 40,000-47,000 -- X X X X —ee -
08-05-85 25,000-31,000 --- X X X X --- -
09-02-85 (0910) 27,200 X --- --- .- .- - e
10-12-85 3,000-15,000 --- X X X X .- ---
01-16-86 (0915) 23,600 X X X X X --- X
(DSS) Saddle Canyon (initial swrvey, Ferrari, 1987)
47.2 13 01-18-86 13,000-24,000 --- X --- X X . .-
05-14-86 48,500 -—- .- ——- X - .- .
Kwagunt Rapid (initial survey, Ferrari, 1987)
56.3 14 08-06-86 26,000-30,000 --- X X X .- .- ---
10-13-86 3,000-12,000 --- X . —e- .- - .
Little Colorado River confluence (original survey)
61.1 15 04-19-85(1240) 24,000 X —-- —e- - -- - -
05-27-85 40,000-47,000 - .- X X X .- ae-
08-06-85 26,000-30,000 - X X X .- --- .-
09-03-85 (1105) 29,200 X o e .- . - -
09-04-85 (0840) 26,500 X - - - -e- .- -
01-17-86 (1535) 19,600 X .- —— - . - .-
01-18-86 13,000-26,000 - X X X -- - -
Below Little Colorado River confluence (initial survey, Howard, 1975)
617 16 01-20-86 12,000-21,000 - X . . ——- .- .
Above Unkar Rapid (initial survey, Ferrari, 1987)
72.5 17 01-19-86(1400) N.A. X - - ae- —a- e .-
01-20-86 12,000-21,000 .- X - —-- -- J. -
Nevills Rapid (original survey)
75.6 18 080785 17,000-24,000 - X X X - --- ---
01-20-86 12,000-21,000 -e- X X X X .- .-
(DSS) Above Grapevine Rapid (initial survey, Howard, 1975)
81.1 19 052985 44,000—46,000 e X X X --- .- -
08-07-85 17,000-24,000 .- X X X .- . .-
10-15-85 N.A. .- X X X .- - -
01-21-86 12,000-18,000 ——- X X X .- - e
Cremation Camp (initial survey, Howard, 1975)
87.1 20 042185 23,800-26,300 X(2) .- . .- - —ee -
05-30-85 45,000-47,000 .- .- e - X aee .
09-05-85 (1355) 29,300 X - --- .- - .- —e-
01-20-86 (1440) 17,800 X ——- aes -- . —e- .-
01-21-86 (1150) 15,300 X - . - - - ——-
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TABLE 1. —Summary of study sites and types of data collected—Continued

Date and Discharge, Surface- Water-
River Site time of in cubic feet Bathymetric Topographic Photographic flow surface Scour Sedimentology
mile number  study per second survey survey replications pattern slope chains

(DSS) Ninety-One Mile Creek (original survey)

910 21 080885 19,000-24,000 X X
10-15-85 N.A. X X
01-22-86 13,000-22,000 X X X X

Trinity Creck
914 2 080885 19,000-24,000 X
01-22-86 13,000-22,000 X

(DSS) Granite Rapid (initial survey, Howard, 1975; Ferrari, 1987)

93.1, 23  05-31t006-01-85 42,000-47,000 ——- X - X X ——- -

934
08-09-85 18,000-22,000 --- X - X . - -
01-22-86 13,000-22,000 .- X - X --- - .

Ninety-Six Mile Camp

960 24 060185 42,000-47,000 X
08-09-85 18,000-22,000 - - X --- . . .
10-16-85 N.A. . .- X - ——- —- -

96.6 25  08-09-85 18,000-22,000 .- X X X X -—- ---
10-16-85 N.A. --- X X X X --- ---
01-23-86 15,000-22,000 - X X X . . -
‘Upper Crystal Rapid
98.0 2% 01-22-86 (1610) N.A. X --- .- - e . .
Elves Chasm (original survey)
116.0 27 10-17-85 N.A. --- X X X .- .- —--
01-24-86 15,000-23,000 .- X X X X .e- .-

(DSS) One Hundred Twenty Mile Camp (initial survey Ferrari, 1987)

1197 28 081185 19,000-23,000 X X
10-17-85 N.A. X X
12-08-85 6,000 X
01-08-86 N.A. X

1201 29  06-02t006.0385 45,000-47,000 X X X X
08-12-85 16,000-22,000 X X X
09-07-85 (0805) 22,600 X
10-18-85 N.A. X X X X X
120885 6,000 X
01-13-86 N.A. X X
01-24-86 (1435) 20,100 X X

1216 30 060585 44,000-46,000 X X
08-13-85 19,000-23,000 X X
10-18-85 N.A. X X
01-26-86 21,000-25,000 X

(DSS) One Hundred Twenty-Two Mile Creek (original survey)

1220 31 060585 44,000-46,000 X X X
08-13-85 19,000-23,000 X X X X
10-20-85 7,000-13,000 X X X X X
1208-85 6,000 X
01-13-86 N.A. X
01-25-86 18,000-26,000 X X X X X
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TABLE 1.—Summary of study sites and types of data collected—Continued

Date and Discharge, Surface- Water-
River Site time of in cubic feet Bathymetric Topographic Photographic flow surface Scour Sedimentology
mile number  study per second survey survey replications pattern slope chains
The Cutbank
122.3 32 06-06-85 40,000-42,000 --- .- X .- --- .- X
08-14-85 19,000-23,000 —-- -- X .e- .- .ee -
Forster Rapid
1226 33  06-06-85 40,00042,000 . .- .- - X --- .
08-14-85 19,000-23,000 X
Enfilade Point (initial survey, Ferrari, 1987)
123.5 34 06-06-85 40,000—42,000 --- - X X .- - .-
08-14-85 19,000-23,000 .- --- X X - .- ——-
10-20-85 7,000-13,000 --- .- X X .. .- e
01-27-86 23,000-26,000 .e- X X X .- --- .-
Stone Creek
131.8 35 06-08-85 30,000-35,000 -e- . X . - . ---
08-15-85 20,000-24,000 .- .- X .- e e .-
10-20-85 N.A. .- .- X -—- .- - .
Opposite Deer Creek Falls
1362 3% 081585 20,000-24,000 X
(DSS) National Rapid (original survey)
166.5 37 04-25-85 16,800-20,800 X(8) .- --- X X -e- .
06-09 to 06-11-85 30,000 --- X X X X .- X
08-15-85 20,000-24,000 --- X X X - aen .-
09-09-85 (1010) 22,200 X .- aee -- . - .
09-10-85 (1000) 21,200 X .-- - -- - —-- -
10-21 to 10-22-85 8,000-17,000 .- X X X X —e- .-
12-08-85 6,000 --- X —-- - .- .- .
01-08-86 N.A. - X - ——- --- ---
01-27-86 (1255) 21,100 X —-- .- - -—- . .-
01-28-86 (1615) 23,100 X(2) X X X --- - -
(DSS) Fern Glen Rapid (Ferrari, 1987)
168.0 38 01-08-86 N.A. .- X . - .- a-- -
01-30-86 16,000-23,000 —-- X --- X X .- X
One Hundred Eighty-Six Mile
185.8 39 04-27-85(1410) 22,300 X . . .- - —-- .
06-12-85 30,000 .- ——- .- X X --- ---
09-11-85 (1040) 26,000 X . . . .- ——- -
09-12-85 (0825) 26,000 X - . -—- ——- . .
01-29-86 (1545) 19,400 X .- —e- N o e ——-
(DSS) Pumpkin Springs (original survey)
212.9 40  04-29-85 (0835) 26,200 X -- - - —-- .- -
06-13-85 30,000-35,000 .- X X X X --- X
08-16-85 20,000-22,000 --- X X X X -- X
09-13-85 (0915) 25,200 X . aes - - . -
10-23-85 7,000-16,000 --- X X X - --- .
01-30-86 (1545) 25,900 X - .- - —-- .- ---
01-31-86 (0915) 21,400 X X X X X --- X
Diamond Creek
225.2 41  09-14-85(1100) 25,000 --- —-- - —- .- -

02-02-86 (1005)

P

23,700
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TABLE 2. —Characteristics of the reaches within the study area

55

Average Type of
ratio of Average alluvial
Reach Description top width channel Number of sand deposit
(river Local name Major geologic of reach to mean width, Channel campsites typically used
miles) of reach units at river level width depth2 in feet? slope3 per mile as campsites
0-11.3 Permian Kaibab Limestone Wide 11.7 280 0.00099 0.4 Separation
section Toroweap Formation
Coconino Sandstone
Hermit Shale
11.0-22.5 Supai Gorge Supat Group Narrow 7.7 210 0014 .9 Separation
22.6-35.9 Redwall Gorge Redwall Limestone Narrow 9.0 220 0015 9 Separation
40.0-61.5 Lower Marble Muav Limestone Wide 19.1 350 0010 2.6 Separation;
Canyon Bright Angel Shale reattachment
Tapeats Sandstone
61.6-77.4 Furnace Flats Tapeats Sandstone Wide 26.6 390 .0021 2.5 Channel margin
Unkar Group
77.5-117.8  Upper Granite Zoroaster Plutonic Narrow 7 190 .0023 .6 Separation;
Gorge Complex channel margin
Trinity and Elves
Chasm Gneisses
Vishnu Schist
117.9-125.5 Aisles Tapeats Sandstone Narrow n 230 0017 3.9 Reattachment;
Vishnu Schist channel margin;
separation
125.6-139.9 Middle Granite  Tapeats Sandstone Narrow 8.2 210 0020 2.3 Channel margin
Gorge Unkar Group
Vishnu Schist
140-159.9 Muav Gorge Muav Limestone Narrow 7.9 180 0012 11 Channel margin
160-213.8 Lower Canyon Basalt Wide 16.1 310 0013 24 e
Muav Limestone
Bright Angel Shale
213.9-225 Lower Granite Vishnu Schist Narrow 8.1 240 0016 23 e

Gorge

IModified from Grand Canyon Natural History Association, 1976.

2a¢ 24,000 h.sis, average based on cross-section data from Randle and Pemberton (1987); cross sections at about I-mile intervals.
3Based on predicted water-surface elevations at 24,000 ft¥s (Randle and Pemberton, 1987).
4Campsites inventoried by Brian and Thomas (1984).



o o1 052 g’ 29" L A 8000° 6312 sBuudg upydwng o
o1 052 oeg L 99’ g6 0 e 8800" 0891 pidey us[H Wdg 88
€T 061 ore oy oL 00T 00263 2900° 9900° 9991 pldey [euoneN g
(1414 061 (1174 Ly gg’ oL 000'g €300 L000° 031 3oaI)) AT OM],

-fjuam], padpuny 2uQ 1€
(48 981 03 £g 89’ bL 000°g 3100° 8010 1031 pidey [renioe[q Iomo] 62
091 1]¢4 061 o8 6L 8L meemes ememes 9000 L'611 durep o[y

Ayuam], parpuny auQ g
09T %% 18 9 00012 L100° 3600° 9'96 pidey Jtoyonog g7
(V] ot 063 4 1w 00T e e 7800 ¥'86 pudey ajuer) g7
051 oL R 6000° 016 Yool o[l dUQ-AIPUIN 13
(Va8 091 VA gg 89" 1 e s 6000° 118 pidey aulaadeln aaoqy 61
oL 091 %% 9" 68 2% 008'%2 L000 L000 Ly uokuep) o[ppes €I
081 03 aLg rid i 89" 0298 1100 3100 424 duwre)) yeorg sououtwmy [
v 091 0% 8T’ 43 1 00g'e 1100° ¥L00° L'vE uofuey) pro[imeN or
06 08T 003 15 6L 8L 000 £810° 9010’ 262  pidey oIy SUIN-AIUSM], &
081 002 083 89 18 8 005y 000 1000 861 dwe) o[y L1UsM], 8
g1 01z 063 89’ 6L 00T e e $000° 061 uokue))

NI UeajauIN oysoddy 4
06 061 008 oy oL g6’ 006°L3 L800° 6000 181 ysep o[l uedaiydly g
8 <At 091 ge 8y [ L 1200 231 ysep 1938 Yeg mopg ¥
01 003 09% i 69 1 00L°9% 9820° 9600° P11 pidey ypa1) deog g
01z o 012 6V g9’ g9° 00593 0020 2910° 6L pidey yoax) 108peq g
06T oL 063 0 180 820 00¥'91 £000°0 80000 92 ysep [eIpeyie) asoqy 1
puodas puodas puodss puodas puodas puodas puodas xad
1ad 999 Jad 999 1ad 939 1ad 3393 1ad 939 aad 959) 139J 2tqno Ut apuu
aqna aqod aiqmo aiqna EICLE) aiqna 7981ewsId 5989861 16261 12ATYy swieu pue JoquInu RIg
000'g 00063 000°0¥% 000'g 000’63 000°0%

339 U1 ‘UOOLIISU0D gonet uopPLIsU0) adogs a0gJINS-1978 M

Jo yipwn dog [puueyy

AGGRADATION AND DEGRADATION OF SAND DEPOSITS, GRAND CANYON NATIONAL PARK, ARIZONA

56

[eyep ou 3jedrpur sayse(]

80118 P2102]38 LOf SIUISLLAIDADYD NYNDLPAY PUD flgauioali Jpuuny) — g TIAV],



57

sa8.18yo81p 0M) J0] UoIsUBAXD 98 S99439p UL S{UEQ [SUUBYD PUB MO[J [UUBYD-UTBW U30MI3qQ cgh

‘[ouuBYd 0} JeMopusdiad adue)sip Aq POpIAIP MO[J MO 38 [PUUBYD 03 [3([eaed uej sLiqap Suore souwsId

(9861 ‘Uos[Ly ) pucoes aad 933 S1qnd (00’82~ I8 Sam[ey) aewxordde Suoje uoisuedxs Ul pue ‘UOKOLIISUCD Ul ‘weaxsdn 5&@@
*UO1IOLISUOD UL YIPLA [SUURYD 9581948 Aq POpIALp UolsuBdXS UL YIpIA [PUURYD umu.ﬂ><¢

‘weansdn {IpLa [suueyd 2981048 Aq POPIAIP UOHOLIISUOD 18 YIpLA [SUUBYD mmu.-o><m

-afzByIsIp peredtpul 18 ‘9861-9B6T Ul pomssallt LoAtas 19adang,

TABLES 1-14

"(£361) hospug,
oy g ® 1454 =B 4 e 19 8'e 2% 6312 sBuudg uiydwng  op
(144 €90 54 £8¥ w 48 14 9t 0g 91 0891 pidey uepp) wiog 82
00T T 06 €l or'9 ® al ¥4 LT 02 a1 9’991 pidey [euoneN lg
(44 [1 (1] 89°€ 4 a oF €% c'e £ [1x~48 YoaID) oI oM,

-fuam], palpuny auQ TIg
(14 T 8 09°¢ 03 14t ® 9T 0'e 1% 1021 pidey [tempelq JomoT 63
09t L @ 0001 174 < ® g1 g1 81 L'611 durep o[
Ljuom], paapuny U0 &
08¢ a LTl & L1 = ¥1 £1 9'96 pidey Jotpnog
0ee 4 1 $9'€ w a & 6 L'g ve6 pidey auein €7
013 w eIy v q e 61 016 ¥eal)) oIy duQ-L3PUIN T
(14} =4 8 00°¢ ® ar 1 4 172 LT 0 118 pidey aulaadery) asoqy 6]
0011 14 L 082 € aa 218 6’1 g'e 9'C gLy wofuey) a[ppes €I
009 ] 6y 0¥ w JAs e ¥e 184 6’1 (244 durey) yeaig sououiwy gl
VA1 174 6 (VX4 ) a 14 9'8 8'C 02 L'Ve uofue) plofiyneN 0T
063 6t & 0s'e .4 # 1€ LT LT 91 763  pldey o[IN QUIN-AUeM], 6
ot 48 € 06y [0 & (0] 6’1 71 £'1 861 dure) o[Iy Ljuem], 8
098 G i 0c'e 9 £ € 154 08'1T t4 A 061 uofuey)
Iy ueajeulN aysoddg 2
006 ¥ 00T 08'¢ (14 (4 oF 6'¢ 02 ¥l '8t ysep oI UeaBiy g
00v % % o1y (1] a 218 6'C ¥'e 1 &4 (448 Ysep 198 | J[eS Mo ¥
0007 L 4 08'6 & 4 e 12 12 61 711 pldey yeaIp deog ¢
008 ®© & oL 114 8 < 17 61 81 6L pidey Yea1) tadpeg g
0Ls 18 ) 06y or qr JA 8T 91 o1 9T Yse | [eIpayje) 2a0qy T
puodas puodas puooss puodos puodas
193] Ul 2ad 09 Jad qa0) gohEd pidel woly Jad 923) Iad 903 Jad 3995 afrux
‘y18us aiqnd JIquo adeys uotsuedxg  UOLPLIISUOY weaxysdn aiqmd Jqud alquo I2ATY SUIBU pUB JaquMuU NIG
uoyoLIIBU0D 000's ooo‘oy ueq 000'g 00093 000°0%
mvguwm Iod 139] 2Iqd 000‘8Z~ JO
%i:a aduadaaalq a3xeyosip 38 Som[eyy Suole yoned uoisuedxy

39 U ‘gadap puuey)

PoNUIU0)) —8391s Pagdalas Lof $01SMaIDLYd INLPhY puD Augouoab jpuuvy)— ¢ 19V,



58 AGGRADATION AND DEGRADATION OF SAND DEPOSITS, GRAND CANYON NATIONAL PARK, ARIZONA

TABLE 4.— Detailed study sites in relation to reaches

Types of deposits
Reach segment Separation Reattachment Channel-margin
Permian section Badger Creek Rapid
Supai Gorge Soap Creek Rapid Opposite Nineteen Mile
Below Salt Water Wash Canyon
Eighteen Mile Wash
Twenty Mile Camp
Redwall Gorge Twenty-Nine Mile Rapid Nautiloid Canyon
Nautiloid Canyon
Lower Marble Canyon Eminence Break Camp Eminence Break Camp
Saddle Canyon
Upper Granite Gorge Ninety-One Mile Creek Above Grapevine Rapid
Granite Rapid
Boucher Rapid
Aisles Lower Blacktail Rapid One Hundred Twenty
One Hundred Twenty- Mile Camp
Two Mile Creek
Lower Canyon National Rapid National Rapid Pumpkin Springs
Fern Glen Rapid

TABLE 5.— Paxrticle-size characteristics of alluvial sand deposits between Lees Ferry at river mile 0 and Bright Angel Creek at river mile
87.5

[mm, millimeter; ¢, -log, (millimeter)}

Graphic Graphic
River Sample Time of Deposit mean standard Descriptionl
mile number deposition type size deviation
(mm) ()
0.0 JCS-03 Pre-dam Channel margin 0.041 17 Poorly sorted silt
0.0 JCs-01 1983 Channel margin 14 6 Moderately well sorted fine sand
0.0 JCs02 1983 Channel margin 14 6 Moderately well sorted fine sand
2.0 JBG-06 Pre-dam Channel margin 072 8 Moderately sorted very fine sand
2.0 JBG-07 Pre-dam Channel margin 041 9 Moderately sorted silt
5.7 JBG-08 1983 Separation 23 8 Moderately well sorted fine sand
114 JBG-09 Pre-dam Separation 14 6 Moderately well sorted fine sand
114 JBG-10 Pre-dam Separation .16 a Moderately well sorted fine sand
18.1 JCS-85-01 1985 Separation 12 5 Moderately well sorted very fine sand
18.1 JCS-85-02 1985 Separation 17 8 Moderately sorted fine sand
19.0 JCS.04 1984 Reattachment 39 A Well-sorted medium sand
315 JBG-13 1983 Separation 27 45 Well-sorted medium sand
320 JBG-15 1983 Channel margin 23 6 Moderately well sorted fine sand
472 JCS-13 Pre-dam Separation 12 58 Moderately well sorted very fine sand
472 JCS-14 1983 Separation 13 5 Well-sorted fine sand
472 JCS-18 1984 Separation 10 5 Well-sorted very fine sand
47.3 JBG-16 Pre-dam Reattachment 074 85 Moderately sorted very fine sand
473 JBG-17 1983 Reattachment 28 4 Well-sorted medium sand
473 JBG-18 1983 Reattachment 23 48 Well-sorted fine sand
473 JCS08 1984 Reattachment 15 6 Moderately well sorted fine sand
473 JCS06 1984 Reattachment 29 4 Well-sorted medium sand
473 JCS07 1984 Reattachment 27 4 Well-sorted medium sand
473 JCs-08 1984 Reattachment 27 4 Well-sorted medium sand
473 JCS-09 1984 Reattachment 29 36 Well-sorted medium sand
47.3 JCSs-10 1983 Reattachment 19 89 Moderately sorted fine sand
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TABLE 5. — Particle-size characteristics of alluvial sand deposits between Lees Ferry at river mile 0 and Bright Angel Creek at river mile

87.5—Continued

Graphic Graphic
River Sample Time of Deposit mean standard Descript:ion1
mile number deposition type size deviation
(mm) ®

473 JCSs-11 1983 Reattachment 0.15 05 Well-sorted fine sand
47.3 JCS-12 Pre-dam Reattachment 13 48 Well-sorted fine sand and very fine sand
52.3 JBG-21 1983 Channel margin 22 44 Well-sorted fine sand
53.0 JCS-16 1984 Channel bar 33 47 Well-sorted medium sand
53.2 JCs-17 1984 Channel margin 17 50 Well-sorted fine sand
56.0 JBG-23 1983 Separation 20 27 Very well sorted fine sand
56.0 JBG-24 1983 Separation 20 5 Well-sorted fine sand
56.3 JCS-8503 1985 Recirculation 29 47 Well-sorted medium sand

zone bedload
56.3 JCS-85-04 1985 Recirculation 29 41 Well-sorted medium sand

zone bedload
56.3 JCS-85-05 1985 Recirculation 29 45 Well-sorted medium sand

zone bedload
56.3 JCS-85-10 1985 Recirculation 27 43 Well-sorted medium sand

zone bedload
56.3 JCS85-11 1985 Recirculation 27 38 Well-sorted medium sand

zone bedload
60.6 JCS85-12 1985 Recirculation .33 38 Well-sorted medium sand

zone bedload
60.6 JCS-85-13 1985 Recirculation 33 38 Well-sorted medium sand

zone bedload
60.6 JCS-85-14 1985 Recirculation 32 4 Well-sorted medium sand

zone bedload
61.1 JCS-18 1983 Channel margin 15 52 Moderately well sorted fine sand
61.1 JCS-19 1983 Channel margin 20 51 Moderately well sorted fine sand
61.1 JCS-20 1983 Channel margin 18 55 Moderately well sorted fine sand
61.1 JBG-25 1983 Channel margin 18 50 Well-sorted fine sand
61.7 JCS-21 1984 Separation 19 57 Moderately well sorted fine sand
61.7 JCS-22 1983 Separation 15 49 Well-sorted fine sand
62.5 JBG-26 1983 Channel margin 27 42 Well-sorted fine sand
65.5 JBG-29 1983 Channel margin 10 8 Moderately sorted very fine sand
713 JBG-31 1983 Channel margin 15 5 Well-sorted fine sand
713 JBG-32 Pre-dam Channel margin 035 15 Poorly sorted silt
71.3 JBG-34 1983 Channel margin 095 6 Moderately well sorted very fine sand
713 JBG-35 1983 Channel margin 13 47 Well-sorted very fine sand
713 JBG-36 Pre-dam Channel margin 095 .5 Well-sorted very fine sand
713 Jcs-23 1983 Channel margin 14 5 Well-sorted fine sand
713 JCS-24 Pre-dam Channel margin 10 .58 Moderately well sorted very fine sand
713 JCS-25 Pre-dam Channel margin 09 58 Moderately well sorted very fine sand
713 JCS-26 1983 Channel margin 13 45 Well-sorted fine sand
713 JCS-27 1983 Channel margin 19 5 Well-sorted fine sand
713 JCS-28 1983 Channel margin 17 4 Well-sorted fine sand
72.9 JBG-37 1983 Channel margin 15 5 Well-sorted fine sand
75.6 JBG-38 1983 Separation 12 5 Well-sorted very fine sand
75.6 JBG-39 1983 Separation .10 6 Moderately well sorted very fine sand
81.1 JCS-29 1983 Channel margin 29 5 Moderately well sorted medium sand
8l.1 JCS-30 1983 Channel margin 13 8 Moderately well sorted fine sand
81.1 JBG40 1983 Channel margin 23 9 Moderately well sorted fine sand
81.1 JBG41 1983 Channel margin 15 8 Moderately well sorted fine sand
81.1 JBG42 1983 Channel margin 13 b Moderately well sorted fine sand

1Based on Wentworth size classes and sorting classification (Folk, 1968, p.46).
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TABLE 6. —Summary statistics of particle-size characteristics

Mean Standard Ninety-five
graphic deviation percent

Time Deposit Number means of graphic confidence

of of value, in means, in interval, in

deposition samples! millimeters millimeters millimeters

Pre-dam Separation 3 0.140 0.020 0.117-0.162
Post 1983 Separation 12 .165 054 .134-.196
Pre-dam Reattachment 2 .102 040 .047-.157
Post 1983 Reattachment 10 251 073 .206-.296
Pre-dam Channel margin 7 068 028 .057-.079
Post 1983 Channel margin % .169 050 .149-.189
1985 Recirculation zone bedload 8 .299 025 .282-.316

1Sman sample sizes restrict statistical significance of data in some categories. Statistics are reported for descriptive purposes.

TABLE 7.— Areas of alluvial sand deposits at low discharge in selected reaches, October 198

[All deposit values are in thousands of square feet]

Area by type of deposit
All deposit types
Reach Description Sepsration Reattachment Channel margin Point bar Upper pool
segment of reach Area
width Total Average per
mile Total  Average Total Average Total Average Total Average Total  Average
0-11.3 Wide 410 51 36 230 57 a3 31 0 0 2/ R 0 0
11.4-22.5 Narrow 510 23 46 390 30 9% 16 0 0 0 0 ] 7.6
22.6-35.9 Narrow 540 25 41 20 21 190 47 0 0 0 0 54 18
40.9-61.5 Wide 4,700 60 180 1,200 49 1,900 87 1,300 3 37 37 270 21
117.9-125.5 Narrow 920 25 120 130 2 350 35 330 22 0 0 0 0
125.6-139.9 Narrow 900 2 63 240 17 140 k73 410 20 0 0 97 32
140-159.9 Narrow 240 8. 12 100 145 23 2.3 130 75 0 0 5.7 5.7
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62 AGGRADATION AND DEGRADATION OF SAND DEPOSITS, GRAND CANYON NATIONAL PARK, ARIZONA

TABLE 9. — Number of separation and reattachment deposits in recirculation zones between river miles 0 and 118, 1973 and

1984
Deposit ty'pel
Total number Width Bias
Reach of recirculation of of Reattachment Separation
segment zones surveyed reach analysisl -

1973 1984 1973 1984
0-11.3 ¥ Wide Decrease 3l 28 185 19.5

114-22.5 40 Narrow Decrease 2 20.5 26 %
22.6-35.9 0 Narrow No bias 375 RS 385 29.5

40-61.5 115 Wide Increase 96.5 100.5 495 850

61.6-774 37 Wide Increase 28 32 23.5 25
77.5-117.8 111 Narrow Increase 785 68.5 28.5 275
Total 399 298.5 283.5 1845 177.5

1Change in number of deposits from 1973 to 1984 caused by difference in stage.

TABLE 10. — Areas of major alluvial sand deposits in selected reaches, 1973 and 1984

[Values are in thousands of square feet]

Types of deposits
Reach Total Separation Reattachment Channel margin
segment
1973 1984 Change 1973 1984 Change 1973 1984 Change 1973 1984 Change
0-113  460-610 370450 &) 2102710 210250 (3  100-130 84100 ¢ Y.
114-225  540-670 460-560 @) 35043 35043 () 170200  86-110 0 J

226-35.9  480-620 490-590 @ 280350 260320 (3 150200 170210 (D) eeee oo

122-1255  300-380 320-400 I Y - 5167 59-72 @& 112-140  140-180 (%)

125.6-139.9  840-920 810-990 @ 200220 22020 (3 120130  130-150 (3 410440 370450 (2

140-150  128-150 120-150 @ 138 55-67 & o 2 - 5059 64-78 %)
1Erosion.

2No change.
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TABLE 11. — Number of deposits that underwent change, 19738}

Types of deposits
Reach
segment Separation Reattachment Channel margin Upper pool
Gain  Loss No Gain  Loss No Gain  Loss No Gain  Loss No
change change change change

0-11.3 1 0 3 2 2 1 0 0 0 0 0 0
114-225 4 3 6 0 6 1 0 0 0 0 2 1
22.5-35.9 - 2 6 6 1 1 2 1] 0 0 0 1 2
122-125.5 1 1 0 2 0 1 7 2 0 1 0 1
125.6-139.9 6 3 5 2 2 0 7 9 4 0 1 2
140-150 0 2 1 1 0 0 7 0 2 0 0 0
Total M 15 2 8 n 5 21 u 6 1 4 6
Percent 28 2 42 3 46 21 55 2 16 9 3 55

TABLE 12. —Classification of deposits studied by Howard (1975) and Beus and others (1985)

[Study site names are those of Beus and others (1985). River mile in brggket? is riv]er mile used in appendix A of this report. L, left side of river; R, right
side of river

Types of deposits and river-mile position

Separation Reattachment Channel margin Upper pool
Eighteen Mile Wash Nineteen Mile Wash! Nineteen Mile Wash! Upper Granite Rapid
(18.2){18.1L} (19.3) [19.0L}) (19.8) [19.0L} (93.2){93.1L})
Nautiloid Canyon One Hundred Ninety Mile Lower Nankoweap Blacktail Canyon
(34.7) [34.7L]) (190.2) (53)[53.2R] (120.1) [120.0R}
Below Little Colorado Grapevine
River confluence (81.1) [81.1L]
(61.8) [61.7R] One Hundred Nine Mile
Tanner Mine (109.4)
(65.5) (65.6L]) Walthenberg Canyon
Unkar Indian Village (112.2)
(72.2) [72.5R] Upper 124.5 Mile Canyon
Bedrock Rapids (124.3)
(131)[131.0R] The Ledges
(151.6) [151.6R}
National Canyon
(165.5) [166.4L]
Lower Lava (180.9)
Granite Park (208.8)

INineteen Mile Wash had one profile line across reattachment deposit and one profile line across channel-margin deposit.
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TABLE 13. —Summary of measured changes at 20 sites during fluctuating flow, October 1985 to mid-January 1986

Length
of Average
River Deposit Date Profile  section, vertical Description
mile type in feet! change2
Above Cathedral Wash
25 Reattachment 10-04-85 1 57 +0.6 Profile 1 across crest; profile 2
to 2 45 0.1 downstream of reattachment point
01-09-86
Badger Creek Rapid
79 Separation 100585 1 5 +0.1 Figure 5
to 2 & 0.9
01-11-86 3 D +20
Soap Creek Rapid
114 Separation 09-21-85 1 87 0.1 Separation point migrates
] 2 8 03 downstream through
01-12-86 3 53 06 all cross sections
4 b 0.7
5 9 07
6 k14 03
Below Salt Water Wash
122 Separation 10-0885 1 16 +04 Low-velocity area
to 2 57 02
01-13-86 3 45 +0.1
Eighteen Mile Wash
181 Separation 10-09-85 1 20 00 Figure 12
to 2 0 22
01-13-86 3 10 272
Opposite Nineteen Mile Canyon
190 Reattachment 10-1085 1 57 03 Profile 1 across bar crest; profile
to 2 30 03 2 downstream from reattachment
01-14-86 point
Twenty Mile Camp
198 Separation 10-11-85 1 17 0.5 About 120 feet downstream from
© separation point
01-14-86
Twenty-Nine Mile Rapid
292 Separation 10-11-85 1 43 0.1 Figure 34
to 2 42 28
01-1586 3 47 -35
Nautiloid Canyon
347 Separation 10-12-85 1 9 06 Profiles located progressively
o 2 17 +0.2 farther downstream
01-14-86 3 2 +0.6
4 20 -12
Eminence Break Camp
442 Separation 10-12-85 1 18 0.1 Figure 14
© 2 0 +0.0
01-16-86 3 29 -10
4 % +1.7
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TABLE 13.—Summary of measured changes at 20 sites during fluctuating flow, October 1985 to mid-January 1986—

Continued
Length
of Average
River Deposit Date Profile  section vertical Description
mile type in feet! change2
Saddle Canyons
472 Reattachment 09-24-85 1 60 02 Figure 17
o 2 2] 0.1
01-18-86 3 02
4 2 -12
5 2% -12
6 18 -14
Above Grapevine Rapids
811 Channel 10-15-85 1 21 -10 Profile 1 between separation and
o 2 2 -11 reattachment points; profile 2 near
01-21-86 reattachment point
Ninety-One Mile Creek®
910 Separation | 101585 1 15 -13 Profile 1 near separation point;
1) 2 3 -11 profile 2 primary-eddy current
01-22-86
National Rapid
1665 Separation 10-21-85 1 ;3 04 Figure 30
© 2 2 +0.3
01-08-86 3 - 0.0
Fern Glen Rapid
1680 Separation 10-01-85 1 3 +0.7 Profiles located progressively
o 2 15 +2.8 farther downstream
01-08-86 3 T2 +1.7
USBR 4 - 0.0
5 10 02
Pumpkin Springsg
2129 Channel margin; 10-23-85 1 18 12 Profile 1 near reattachment point;
reattachment © 2 % -18 profile 2 downstream from
01-31-86 reattachment point

lLength of section is that portion of cross section over which survey comparisons could be made and which were
both affected by fluctuating flows; actual croes sections are longer.

2Average vertical change equals cross-section area divided by horizontal length of cross section.

3Surveys in January 1986 after conclusion of special fluctuating-flow study period; some change may be due to
resumption of higher flows beginning January 17, 1986.
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TABLE 14. —Areas of exposed sand at detailed study sites, 1965, 1973, and 1984

[Area is in thousands of square feet]

Area of exposed sand Changel
Site?  Deposit3 Site name High Low High Low
elevation? elevation® elevation elevation
1965 1973 1984 1973 1984 1965-73 1973-84 1973-85
2.5L R Above Cathedral Wash 35 18 17 64 59 - NC NC
7.9L S Badger Creek Rapid 43 35 29 42 55 - - +
R Badger Creek Rapid 7.9 0 0 17 0 - NC -
114R ] Soap Creek Rapid 8 86 90 110 9 NC NC NC
12.2L ] Below Salt Water Wash 17 10 17 31 35 - + -
18.1L S Eighteen Mile Wash 1 4.0 6.9 15 15 - + NC
19.0L R Opposite Nineteen Mile Canyon 29 16 14 57 25 - NC -
19.8L S Twenty Mile Camp 21 2 21 33 30 NC NC NC
29.2L S Twenty-Nine Mile Rapid 23 19 25 51 53 - + NC
34.7L S Nautiloid Canyon k) 30 18 41 33 - + -
R Nautiloid Canyon 0 0 0 32 66 NC NC +
44.2L S Eminence Break Camp 62 81 76 100 2 + NC NC
R Eminence Break Camp 17 13 35 63 43 - - -
93.4L S Granite Rapid 5 0 6.1 NA NA - + NA
96.6L S Boucher Rapid 2 2 27 NA NA NC + NA
168.0R S Fern Glen Rapid 97 5 70 9% 100 - + NC
R Fern Glen Rapid 5.0 0 0 19 12 - NC -

lNC, no change; minus sign, loss of area; plus sign, gain in area; NA, not applicable.
2River mile. L, left side of river; R, right side of river.

3R, reattachment; S, separation.

4area exposed at discharge of about 25,000 cubic feet per second.

SArea exposed at discharge of about 6,000 cubic feet per second.



APPENDIX A

Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek

River mile Aerial River mile
inventory Side Site photo- inventory Deposit
of graph t.ype3
19231 river number 2 1973 1983
0.0 = e=--- Lees Ferry
1.9 Left Unnamed site 1-141 1.9 2.0 Point bar
2.5 Left Above Cathedral Wash 1-144 2 ===== emee- Reattachment
2.7 Right Cathedral Wash 1-145 2.7 3.0 Separation
5.7 Right Six Mile Wash 1-173 5.8 —m==- Separation
7.9 Right Badger Creek Rapid 1-193 7.8 8.0 Separation
7.9 Left Badger Creek Rapid 1-193 7.9 8.0 Separation
10.3 Left Below Ten Mile Rock 1-211 c-——- 10.2 Reattachment
11.4 Right Soap Creek Rapid 1-219 @ ----- 11.5 Separation
12.0 Left Salt Water Wash 1-223 2 ----- 12.0 Separation
12.2 Left Below Salt Water Wash 1-226 12.2 12.4 Separation
16.5 Left Hot Na Na Wash 2-3 16.5 16.5 Separation
17.0 Right House Rock Rapid 2-6 17.1  ----- Separation
18.1 Left Eighteen Mile Wash 2-15 18.2 18.2 Separation
18.9 Right Nineteen Mile Canyon 2-21 2« === 19.0 Upper pool
19.0 Left Opposite Nineteen Mile 2-22 18.3 19.2 Reattachment
Canyon
19.8 Left Twenty Mile Camp 2-28 20.0 20.0 Separation
20.2 Left Unnamed site 2-29 20,2 =----- Separation
20.3 Right Above North Canyon 2-32 2 ----- 20.5 Upper pool
Rapid
20.4 Right North Canyon Rapid 2-32 2w 20.5 Separation
21.3 Left Twenty-Two Mile Wash 2-38 21.5 21.5 Separation
21.6 Left Unnamed site 2-40 21.5 21.5 Separation
21.7 Right Unnamed site 2-41 21.8 ----- Reattachment
22.5 Left Unnamed site 2-45 22.3 22.8 Separation
22.7 Right Above Indian Dick 2-47 22.6 22.7 Separation
Rapid
23.4 Left Twenty-Three and One- 2-50 23.2 =----- Separation
Half Mile Rapid
24.5 Left Above Twenty-Four and 2-57 ————— 24.5 Upper pool
One-Half Mile Rapid
24,8 Left Twenty-Four and One- 2-58 2 ===-- 24,7 Separation
Half Mile Rapid
25.0 Left Twenty-Five Mile Rapid 2-60 24,9 ----- Reattachment;
upper pool
26.2 Left Unnamed site 2-68 26.2 ----- Separation
26.4 Left Above Tiger Wash Rapid 2-70 2 ----- 26.5 Separation
26.7 Left Tiger Wash Rapid 2-72 26,7 ----- Separation
28.7 Right Unnamed site 2-86 28.8 ----- Separation
28.9 Right Unnamed site 2-86 29.0 ----- Separation;
reattachment
29.2 Left Twenty-Nine Mile Rapid 2-87 29.2 29.3 Separation
30.3 Right Unnamed site 2~94 30.3 30.3 Reattachment;
upper pool
30.4 Right Unnamed 2-95 2 === 30.4 Reattachment
31.5 Right South Canyon 2-102 31.5 31.5 Separation
33.5 Left Little Redwall Camp 2-114 33.5 33.7 Separation
33.7 Left Unnamed site 2-116 33.9 33.8 Separation
34.7 Left Nautiloid Canyon 2-123 34.7 34.8 Separation
35.1 Left Unnamed site 2-132 35.1 ===-- Separation
36.0 Left Thirty-Six Mile Rapid 2-138 36.0 === Separation
37.2 Right Unnamed site 2-147 37.2 ---— Reattachment;
37.3 Left Tatahatso Wash 2-148 37.3 -----  Upper pool
37.6 Left Below Tatahatso Wash 2-150 37.6 37.5 Upper pool
38.0 Left Unnamed site 2-154 ==e=-- 38.4 Separation;
reattachment

See footnotes at end of table,
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Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek— Continued

River mile Aerial River mile
inventory Side Site photo- inventory Deposit
of graph t.ype3
19231 river number? 1973 1983 :
38.5 Left Unnamed site 2-157 38.6 38.8 Chamnel margin;
reattachment
39.9 Left Unnamed site 2-166 39.8 ----- Separation
40.2 Left Unnamed site 2-168 40,1 -e=-- Chammel margin;
40.9 Right Upper Buckfarm Canyon 2-173 40.9 40.8 Reattachment;
upper pool
41.0 Right Lower Buckfarm Canyon 2-173 41.0 41.0 Separation
41.3 Right Bert Loper Canyon 2-205 41.3 ==--- Separation
41.5 Right Royal Arches 2-206 41,5 ~---- Reattachment
42.0 Left Unnamed site 2-177 41.9 ~----- Chamnel margin
42.2 Left Unnamed site 2-178 42.1 42.3 Channel margin
42.8 Left Unnamed site 2-181 @ mem-- 42.9 Channel margin
43.1 Left Unnamed site 2-183 43.2  ~=—--- Separation;
43.5 Left President Harding Rapid 2-184 43.4 43.3 Separation
44,2 Left Eminence Break Camp 2-187 44.2 ----- Separation
44.6 Left Unnamed site 2-191 44.5 44.6 Separation
44.8 Left Unnamed site 2-192 44.7 44.8 Reattachment;
upper pool
44.9 Left Unnamed site 2-193 45.0 ===-- Separation
45.3 Right Above Triple Alcoves 2-195 ———— 45.3 Channel margin;
Camp reattachment
45.9 Left Unnamed site 2-198 45.8 46.0 Upper pool
46.7 Right Triple Alcoves 2-203 46.8 46.5 Reattachment;
upper pool
46.8 Right Unnamed site 2-204 Marsh Marsh Reattachment
47.0 Right Lower Triple Alcoves 2-211 @ ==--- 46.6 Separation
Camp
47.2 Right Saddle Canyon 2-213 47.1 47.2 Separation
47.3 Right Below Saddle Canyon 2-214 2 e=e-- 47.3 Reattachment
47.5 Left Unnamed site 2-215 2~ -==-- 47.5 Separation
47.5 Right Unnamed site 2-215 2 ==-=- 47.8 Separation;
reattachment
47.7 Left Unnamed site 2-216 2 ==--- 47.8 Reattachment
48.0 Left Unnamed site 2-217 2 --—-- 48.0 Reattachment
48.3 Right Unnamed site 2-219 48.3 ~----- Reattachment;
upper pool
49.5 Left Unnamed site 2-225 2 ====- 49.7 Reattachment;
upper pool
49.8 Left Unnamed site 2-226 49.5 49.9 Reattachment;
separation
49.8 Right Fifty Mile Camp 2-227 ————= 49.9 Upper pool
48.9 Right Dinosaur Camp 2-227 50.0 50.0 Separation
50.3 Left Unnamed site 2-228 2 W ===-- 50.2 Chamnel margin;
reattachment
50.7 Left Unnamed site 2-232 50.6 50.6 Reattachmet
51.1 Right Unnamed site 2-235 2 -=--- 51.0 Separation
51.2 Left Unnamed site 2-236 Marsh 51.5 Reattachment
51.3 Right Unnamed site 2-236 2 =-==- 51.4 Reattachment
51.5 Left Unnamed site 2-237 Marsh  ----- Reattachment
51.9 Right Little Nankoweap Creek 3-1 51.9 51.8 Reattachment;
upper pool
52.1 Right Unnamed site 3-2 52.0 ~==-- Separation
52.3 Right Above Nankoweap Rapid 33 mme—- 52.3 Channel margin
52.5 Right Nankoweap Rapid 3-4 52.5 52.5 Chamnel margin
53.0 Right Nankoweap Rapid 37 = 52.7 Channel margin;

See footnotes at end of table.

reattachment
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Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek—Continued

River mile Aerjial River mile
inventory Side Site photo-~ inventory Deposit
of graph t.ypes
10231 river number2 1973 1983
53.2 Right Below Nankoweap Rapid 3-9 53.0 53.0 Chamnel margin;
reattachment
53.2 Left Unnamed site 3-9,10 53.1 53.0 Point bar
53.4 Right Below Nankoweap Rapid 3-10 ————- 53.2 Separation
53.7 Left Unnamed site 3-12 53.3 53.4 Chamnel margin;
reattachment
53.7 Right Unnamed site 3-12 53.6 53.4 Separation
53.8 Right Unnamed site 3-13 53.7 ~==---  Channel margin;
reattachment
53.8 Left Unnamed site 3-13 53.8 53.8 Chamnel margin
54.1 Left Unnamed site 314 e--- 54.0 Separation
54.2 Right Unnamed site 3-15 == 54.0 Separation
54.3 Right Unnamed site 3-16 54.2 54.2 Reattachment;
upper pool
54.4 Right Unnamed site 3-17 54,5 === Reattachment
54.5 Left Unnamed site 3-17 Marsh 54.4 Upper pool
54.6 Left Unnamed site 3-18 ———— 54.6 Channel margin
54,7 Left Unnamed site 3-19 ———— 54.7 Reattachment
55.0 Left Unnamed site 3-21 ————— 55.0 Upper pool;.
reattachment
55.1 Left Unnamed site 3-21 - 55.2 Separation
55.3 Left Unnamed site 3-22 Marsh 55.4 Reattachment
55.86 Right Unnamed site 3-24 Marsh ----- Reattachment
56.3 Right Kwagunt Rapid ————— ————— 56.2 Reattachment
56.4 Right Below Kwagunt Rapid ————- ———— 56.4 Chammel margin
56.5 Right Unnamed site 3-28 56.6 56.5 Channel margin;
reattachment
56.8 Left Urmamed site 3-29 56.8 56.8 Channel margin
57.0 Left Unnamed site 3-30 ————- 57.0 Separation
57.5 Right Malagosa Canyon 3-33 57.4 57.5 Separation
57.6 Left Unnamed site 3-34 57.7 57.5 Reattachment
58.2 Right Awatubi Canyon 3-37  =m-- 58.2 Separation
58.86 Left Unnamed site 3-39 58.5 58.7 Separation
58.9 Right Unnamed site 3-40 === 58.5 Upper pool
59.0 Left Urmnmamed site 3-41 59.0 59.0 Reattachment;
59.5 Right Urnmamed site 3-44 —eee- 59.5 Channel margin
59.8 Right Sixty Mile Rapid 3-45 = =---- 59.8 Separation
60.2 Left Umnmamed site 3-48 ————— 60.0 Reattachment;
upper pool
60.6 Right Unnamed site 3-51 ———— 60.5 Separation
61.1 Right Unnamed site 3-53 2 =-=e- 61.2 Reattachment;
upper pool
61.4 Left Island Camp 3-56 ——— 61.8 Separation;
reattachment
61.7 Right Below Little Colorado 3-58 2 ==--- 61.9 Separation
River confluence
62.3 Right Unnamed site 3-61 62.4 62.3 Upper pool
63.3 Right Unnamed site 3-68 63.3 ----- Separation
64.0 Left Unnamed site 3-71 63.9 ----- Reattachament
64.7 Right Carbon Creek 3-75 64.5 64.5 Separation
65.4 Right Lava Canyon Rapid 3-79 65.5 65.5 Reattachment;
upper pool
65.6 Left Palisades Creek 3-82 65.5 65.6 Separation
66.0 Left Urmamed site 3-84 66.1 ----- Chamnel margin
66.4 Left Unnamed site 3-86 66.4 66.5 Reattachment;

See footnotes at end of table.

charmel margin

69



70

AGGRADATION AND DEGRADATION OF SAND DEPOSITS, GRAND CANYON NATIONAL PARK, ARIZONA

Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek— Continued

River mile Aerial River mile
inventory Side Site photo- inventory Deposit
of graph t'.ype3
19231 river number?2 1073 1983
66.8 Left Espejo Creek 3-90 66.9 66.8 Channel margin;
separation
67.3 Left Comanche Creek 3-92 67.3 -=---- Chamnel margin
67.7 Left Unnamed site 3-94 67.7 =---- Channel margin
67.8 Right Unnamed site 3-94  ==--- 67.8 Chamnel margin
68.0 Right Upper Tanner 3-96 68.0 68.0 Point bar
68.2 Right Unnamed site 3-97 68.1 68.2 Point bar
68.6 Left Tanner 3-101 68.7 68.6 Chammel margin
68.7 Left Tanner 3-101 68.8 ~---- Point bar
68.3 Left Below Tanner 3-111 69.5 69.0 Point bar
69.4 Right Upper Basalt Rapid 3-112 69.5 69.6 Channel margin
69.8 Right Lower Basalt Rapid 3-113 2 =e--- 69.8 Chamnel margin
69.9 Left Unnamed site 3-114 69.9 ~---- Chamnel margin
70.2 Left Urnnamed site 3-116 70.2 =--=- Chamnel margin
70.3 Right Umnamed site 3-117 s 70.3 Chammel margin
70.5 Right Unnamed site 3-117 2 e=--- 70.5 Chammel margin
70.9 Left Unnamed site 3-120 Marsh ----- Channel margin;
reattachment
71.3 Left Cardenas Creek 3-121 @ - 71.3 Separation
71.4 Left Unnamed site 3-121 Marsh ----- Reattachment
71.7 Left Unnamed site 3-124 2 ===-- 71.7 Channel margin
71.9 Right Unnamed site 3-126 -=-===  ==-<-  Sgparation
72.1 Left Urnamed site 3-128 72.1 72.1 Point bar
72.5 Right Above Unkar Rapid 3-129 2 === 72.5 Chammel margin
72.6 Right Middle Unkar Rapid 3-130 ————— 72.6 Channel margin
72.7 Left Urmamed site 3-132 ———— 72.7 Channel margin
73.1 Right Lower Unkar Rapid 3-133 ——— 73.1 Channel margin
73.4 Left Unnamed site 3-135 73.4 73.3 Chammel margin
73.7 Left Unnamed site 3-137 73.7  ====- Channel margin
73.7 Right Granary Camp 3-137 = 73.7 Channel margin
73.9 Right Unnamed site 3-138 73.8  —mee- Channel margin
74.0 Right Unnamed site 3-138 74.0 -=--= Separation
74.2 Left Urnamed site 3-140 74.2 === Channel margin
74.3 Left Unnamed site 3-142 74.3 74.4 Chamnel margin
74.3 Right Unnamed site 3-142 74,3 ----- Separation
74.7 Left Unnamed site 3-144 74.7 74.7 Channel margin
74.7 Right Unnamed site 3-144 2 ----- 74.6 Chamnel margin
74.9 Left Escalante Creek 3-145 74.9 74.8 Upper pool
75.0 Right Urmamed site 3~145 ———— 75.0 Chammel margin
75.6 Left Nevills Rapid 3-148 75.5 75.5 Separation
75.8 Right Opposite Papago Creek 3-152 ———— 75.8 Reattachment
76.5 Right Unnamed site 3-156 76.4 -==-- Channel margin
76.6 Left Above Hance Rapid 3-156 76.5 76.4 Reattachment;
upper pool
77.2 Left Unnemed site 3-161 77.1 ----- Channel margin
78.8 Left Sockdolager Rapid 3-168 78.8 ===-- Upper pool
8l.1 Left Above Grapevine Rapid 3-181 81.1 81.3 Chammel margin;
reattachment
82.6 Right Eighty~Two and One- 3~-189 82.6 -~---- Channel margin
Half Mile
84.0 Right Clear Creek 3-197 84.0 ----- Separation;
reattachment
84.4 Left Above Zoroaster Rapid 3-201 84,4 ----- Separation
85.7 Left Cremation Creek 3-207 85.7 =--=-- Chammel margin
87.1 Left Cremation Camp 3-215 87.1 87.1 Separation
87.2 Right Roys Beach Camp 3-216 ——— 87.1 Channel margin
88.0 Left Urnamed site 3-220 88.0 ----- Channel margin

See footnotes at end of table.
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Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek —Continued

River mile Aerial River mile
inventory Side Site photo- inventory Deposit
of graph hypea
1923l river number? 1973 1983
89.3 Right Below Pipe Springs Rapid 3-228 89.3 88.5 Chammel margin
0.9 Left Unnamed site 3-239 1.1 80.8 Separation
91.0 Right Ninety-One Mile Creek 2-240 91.2 91.2 Separation
91.4 Right Trinity Creek 3-242 91.5 =--—- Separation
92.2 Left Unnamed site 3-246 92.2 92.1 Chammel margin
93.1 Left Upper Granite Rapid 4-7 93.2 93.4 Reattachment;
upper pool
93.4 Left Granite Rapid 4-7 93.3 93.6 Separation
94.2 Left Unnamed site 4-12 et Separation
94.2 Right Ninety-Four Mile Creek 4-12 93.9 94.3 Separation
94.9 Left Hermit Rapid 4-15  =me-- 84.7 Upper pool
95.8 Left 0ld Dune Camp 4-22 85.8 --=-=-- Channel margin;
reattachment
96.0 Left Ninety-Six Mile Camp 4-23 85.9 95.6 Channel margin
96.6 Left Boucher Rapid 4-27 96.5 96.7 Separation
98.0 Right Upper Crystal Rapid 4-36 2 -~--- 98.1 Upper pool
98.2 Right Crystal Rapid 4-37 == 88.3 Separation
98.0 Left Tuna Creek Above Rapid  4-41 8.1 ----- Channel margin;
reattachment
99.1 Right Tuna Creek Rapid 4-42 - N Upper pool
98.5 Left Unnamed site 4-43 89.5 -~-=-- Point Bar
102.7 Right Below Turquoise Rapid 4-67 102.9 ~---- Chammel margin
103.1 Right Shady Grove; One 4-68 103.1  ----- Chamnel margin
Hundred-Three Mile
One Hundred-Four -73 103.8 103.8 Upper pool;
Mile Rapid reattachment
105.6 Right One Hundred-Five and 4-83 105.6 -----  Upper pool;
One-Half Mile reattachment
106.8 Right One Hundred-Seven 4-93 106.8 -=---- Chamnel margin
Mile
107.0 Right Above Bass Rapid 4-95 107.5 107.7 Channel margin
107.3 Left Bass Canyon 4-96 107.7 -=--- Channel margin
107.4 Right Bass Rapid 4-97 107.9 108.0 Chamnel margin
107.6 Right Urmamed site 4-99 108.2  ~==-- Reattachment
107.8 Right Lower Bass Camp 4-101 108.3 108.2 Chamnnel margin
108.1 Right Shinumo Rapid 4-103 2 ===-- 108.6 Chammel margin
112.6 Right Unnamed site 4-132 112.5 ==---  Separation
114.0 Right Unnamed site 4-141 «=-==- 114.0 Chamnel margin
114.4 Right Upper Garnet Canyon 4-144 114.3 114.5 Separation
114.6 Right Lower Garnet Camp 4-145 114.5 -==-- Channel margin
115.6 Left Royal Arch Trail Camp 4-153 115.4 115.4 Channel margin
115.7 Right Unnamed site 4-154  ===-= 115.5 Separation
115.8 Right Monument Fold Camp 4-155 115.7 115.6 Reattachment;
separation
117.0 Left Below Elves Chasm 4-161 117.0 116.8 Separation
117.3 Left Unnamed site 4-163 117.4 117.2 Chamnel margin
117.7 Left Stephen Aisle 4-165 117.7 ===-- Chamnel margin
118.0 Right Unnamed site 4-167 2 —~--- 118.1 Upper pool
118.3 Right Unnamed site 4-169 2 =v--- 118.6 Reattachment
118.5 Left Apache Terrace 4-170 118.5 188.6 Chammel margin
118.7 Right Unnamed site 4-171 118.7 118.8 Reattachment
118.8 Left Urnamed site 4~172 118.,8 <----- Chamnel margin
119.1 Right One Hundred Nineteen 4-173 119.2 119.0 Reattachment
Mile Camp
119.2 Left Umnamed site 4-174 119.2 119.1 Separation

See footnotes at end of table.
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Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek— Continued

River mile Aerial River mile
inventory Side Site photo- inventory Deposit
of graph hyp93
10231 river number? 1973 1983
119.4 Right Unnamed site 4-175 =-=== 119.3 Charmmel margin
118.4 Left Umnamed site 4-175 -==== 119.4 Reattachment
118.7 Left One Hundred Twenty 4-176 118.7 119.8 Channel margin;
Mile Camp reattachment
119.8 Right Unnamed site 4-177  oe=-- 115.8 Reattachment
120.0 Left Unnamed site 4-178 118.8  ~===- Channel margin
120.0 Right Upper Blacktail Rapid 4-178 120.1 120.0 Upper pool
120.1 Right Lower Blacktail Rapid 4-178 --m-- 120.2 Separation
120.2 Left Opposite Blacktail Rapid 4-179 120.5 120.5 Chamnel margin
120.5 Left Below Blacktail Rapid 4-181 120.5 120.5 Separation
121.5 Left Unnamed site 4-186 121.6  ~==-- Upper pool
121.6 Left One Hundred-Twenty- 4-187 121.7 121.8 Separation
Two Mile Rapid
121.8 Left Unnamed site 4~-188 121.8 =----- Chamnel margin
122.0 Right One Hundred Twenty- 4-189 122.0 122.2 Reattachment;
Two Mile Creek upper pool
122.2 Left Ummamed site 4-190 122.2  ===--- Channel margin
122.3 Left The Cutbank 4-191 === 122.2 Reattachment
122.6 Left Forster Rapid 4-192 122.7 122.6 Reattachment;
upper pool
122.7 Left Unnamed site 4-193 122.8 -—--- Channel margin
122.9 Left Unnamed site 4-184 —--e- 123.0 Reattachment
123.2 Left Upper Enfilade Point 4-197 2 === mmeee Charmel margin
Camp
123.5 Left Enfilade Point 4-198 123.5 123.2 Separation
123.8 Right Unnamed site 4-200 2 ----- 124.0 Chamnel margin
124.2 Left Unnamed site 4-202 2 ===-- 124.6 Chammel margin
124.3 Left Unnamed site 4-202 124.4 124.8 Separation
124.6 Left Fossil Rapid 4-205 @ =-=-- 124.9 Chamnel margin
125.2 Left Below Fossil Rapid 4-207 125.2 ----- Chamnel margin
125.2 Right Unnamed site 4-207 2 ===-- 125.2 Chammel margin
125.4 Left One Hundred Twenty-Six  4-208 125.4 125.8 Channel margin;
Mile Camp reattachment
125.5 Left Unnamed site 4-209 125.5 125.8 Chamnel margin
reattachment
126.1 Left Unnamed site 4-213 126.2 126.0 Separation
126.3 Right Randy’s Rock 4-215 126.3 126.5 Upper pool
127.7 Left Below bedrock 4-224 127.7  =--- Separation
131.0 Right Above Dubby 4-244 131.0 131.0 Separagion
131.1 Right Unnamed site 4-246 2 ----- 131.3 Channel margin
131.4 Right Just above Dubby 4-247 131.6 131.8 Upper pool;
channel margin
131.8 Right Stone Creek 4-249 131.9 132.0 Separation;
reattachment
132.0 Left Unnamed site 5-4 132.1 ----- Channel margin
133.0 Left Opposite One Hundred 5-11 133.1 133.0 Separation
Thirty-Three Mile
Creek
133.1 Left Racetrack 5-11 @« =e--- 133.1 Reattachment
133.4% Right Upper Tapeats 5-13 -==-- 133.7 Charmel margin
133.7 Right Tapeats Creek Mouth 5-14 = --=-- 133.8 Chamnel margin
133.8 Right Unnamed site 5-15 -=-=-- 133.9 Channel margin
133.8 Right Lower Tapeats Rapid 5-15 133.9 133.8 Charmnel margin
134.1 Left Unnamed site 5-17 134.2 134.1 Chamnel margin
134.5 Left Unnamed site 5-20 134.5 134.5 Separation;
reattachment

See footnotes at end of table.
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Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek— Continued

River mile Aerial River mile
inventory Side Site photo- _inventory Deposit
of graph r.ypes
19231 river number? 1973 1983
134.8 Left Owl Eyes Camp 5-22 2 e==-- 134.8 Chamnel margin
134.7 Right One Hundred Thirty- 5-21 -w=-==  134.8 Channel margin
Five Mile Rapid
134.8 Right Above Granite Narrows 5-21 ———— 134.9 Chammel margin
Camp
136.1 Left Granite Narrows Camp 5-29 136.0 -~--- Channel margin
136.2 Left Opposite Deer Creek 5-31 136.2 136.2 Chammel margin
Falls
136.4 Left Lower Deer Creek Camp 5~32 136.4 136.5 Separation
136.5 Left Urnamed site 5-32 136.5 136.6 Channel margin;
reattachment
136.6 Left Unnamed site 5-33 2 -e=-- 136.7 Chamnel margin;
reattachment
136.7 Left Above Poncho’s Kitchen 5-34 2 =---- 136.8 Separation;
Camp
137.0 Left Poncho’s Kitchen Camp 5-36 137.0  ===-- Separation
137.0 Left Lower Poncho's Camp 5-36 137.1  -==-- Reattachment;
137.1 Left Below Poncho’s Camp 5-37 ==me=m emee- Separation
137.4 Left Unnamed site 5-39 ———— 137.3 Chammel margin
137.3 Right Unnamed site 5-39 =====  «====  Separation;
reattachment
137.5 Right Unnamed site 5-3¢ 2 ====- 137.3 Charmmel margin
137.6 Left One Hundred Thirty- 5-40 137.7 137.5 Chammnel margin
Seven and One-Half
Mile Rapid
137.9 Left Unnamed site 5-42 137.9 137.8 Separation
138.2 Left Unnamed site 5-44 138.3 138.0 Separation
138.4 Left Unnamed site 5-45 138.5 ----- Channel margin
138.6 Right Unnamed site 5-46 2 --=-- 138.7 Reattachment
138.9 Right Fishtail Rapid 5-48 138.9 139.0 Upper pool
139.3 Left Umamed site 5-51 139.4 139.5 Chammel margin
139.3 Right Urmamed site 5-51 139.4 ----- Chamnel margin
139.7 Left One Hundred Forty 5-53 139.7 139.8 Reattachment;
Mile Canyon upper pool
139.9 Left Unnamed site 5-54 139.9 ----- Separation
140.2 Left Umnamed site 5-56 e 140.3 Chammel margin
141.0 Left Urnamed site 5-60 ----~ 141.0 Separation;
Reattachment
141.4 Left Unnamed site 5-62 2@ ===-- 141.4 Chammel margin
142.4 Right Unnamed site 5-69 @ ---=- 142.5 Charmel margin
143.4 Left Above Kanab Rapid 5-74 143.3 143.4 Channel margin
143.1 Right Unnamed site 5-74  ====- 143.0 Charmel margin
143.5 Right Mouth of Kanab Creek 5-75 ———— 143.5 Chamnel margin
145.0 Left Unnamed site 5-84 -=--=  145.1 Chamnel margin
145.6 Left Olo Canyon 5-88 145.4 145.5 Separation
147.7 Right Spring Above 5-102 -====  147.7 Channel margin
Matkatamiba Rapid
147.9 Right Matkatamiba Rapid 5~103 ~-=- 147.8 Channel margin
148.5 Left Lower Matkatamiba Rapid 5-106 148.3 148.4 Channel margin
149.7 Right Upset Rapids 5-114 149.8 149.7 Separation
151.6 Right Ledges Camp 5-122 151.6 151.8 Rock
152.3 Left Unnamed site 5-128 152.3 ----- Separation
153.6 Right Sinyala Rapid 5-133 2 ==-—- 153.5 Separation
153.8 Left Sinyala Ledges Camp 5-135 153.8 ~=--- Rock
154.9 Right Rockfall Lower Ledges 5-140 ————— 155.0 Channel margin
reattachment
155.7 Right Last Chance Camp 5-1486 155.6 155.7 Upper pool

See footnotes at end of table.
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Comparison of river mile inventories of 1973 and 1983 from Lees Ferry to Stone Creek— Continued

River mile Aerial River mile
inventory Side Site photo- inventory Deposit
of graph ty-pes
19231 river pumber? 1973 1983
155.8 Right Unnamed site 5-146 sesm= meee- Separation
156.3 Right Umnamed site 5-150 2 =-=-- 156.2 Channel margin
156.6 Left Urmamed site 5-151 =-==== 156.5 Chamnel margin
157.8 Right Unmamed site 5-158 2 ====-- 157.7 Chammel margin
158.0 Left Unnamed site 5-159 --=== 157.8 Chamel margin
158.3 Right Urmamed site 5-159 158.1  ==--== Channel margin
158.7 Right Urmmamed site 5-161 158.6 158.5 Chammel margin
159. 4 RIght Umnmamed site 5-167 2  ===-- 158.3 Separation
159.89 Left Unnamed site 5-170 159.8  ====- Channel margin
160.4 Left Urmmeamed site 5-172 === 160.4 Chammel margin
160.7 Right Urmamed site 5-175 160.7 -==-- Separation
161.6 Right Urmamed site 5-180 2 -~=-- 161.6 Chamnel margin
162.0 Left Unnamed site 5-182 «==== 162.0 Separation
162.1 Left Unnamed site 5-182 2  e==-=  ==--- Chamnel margin
162.4 Left Unnamed site 5-184 = --=-- 162.5 Channel margin
162.8 Urnamed site 5-187 2 ===-- 163.0 Upper pool;
Reattachment
163.1 Right Unnamed site 5-189 2 ~==-- 163.2 Separation;
Reattachment
163.3 Left Unnamed site 5-190 @ -==-- 163.5 Channel margin
163.9 Left Umnmeamed site 5-193 163.9 163.9 Charmmel margin
164.5 Right One Hundred Sixty-Four 5-199 164.5 164.5 Separation
Mile Rapid
164.9 Right Urmemed site 5-202 2 --=-- 165.0 Chamnel margin
165.0 Left Unnemed site 5-202 -----~ 165.0 Reattachment
165.1 Right Unnamed site 5-203 --==- 165.2 Reattachment
165.7 Left Unnamed site 5-206 -==== 165.7 Reattachment
165.8 Left Ummamed site 5-207 --=«= 165.8 Charmel margin
165.9 Left Unnamed site 5-207 --=--= 166.0 Separation
165.9 Left Ummeamed site 5-208 s mee— Channel margin
166.3 Left Above Upper National 5216 2 -~e=mmm mmee- Charmel margin
Rapid
166. 4 Left Upper National Rapid 5-211 166.5 166.5 Charmel margin
Reattachment
166.5 Left National Rapid 5-211 166.6 166.6 Separation

lai.ver mile located to nearest 0.1 mile based on 1923 survey (Birdseye, 1823) as
plotted on 1984 aerial photographs.

Ztumber of aerial photographs on which site is located (U.S. Bureau of Reclamation,
1984 series).

sLargest deposit type listed first.
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